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SUMMARY

STARS (STructural Analysis RoutineS) is primarily an interactive, graphics-
oriented, finite-element computer program for analyzing the static, stability,
free-vibration, and dynamic responses of damped and undamped structures, including
rotating systems. The element library consists of one-dimensional (1-D) line ele-
ments; two-dimensional (2-D) triangular and quadrilateral shell elements; and three-
dimensional (3-D) tetrahedral and hexahedral solid elements. These elements enable
the solution of structural problems that include truss, beam, space frame, plane,
plate, shell, and solid structures, or any combination thereof. Associated alge-
braic equations are solved by exploiting inherent matrix sparsity. 2ero, finite,
and interdependent deflection boundary conditions can be implemented by the program.
The associated dynamic response analysis capability provides for initial deformation
and velocity inputs, whereas the transient excitation may be either forces or accel-
erations, An effective in-core or out-of-core solution strategy is automatically
employed by the program, depending on the size of the problem. Data input may be at
random within a data set, and the program offers certain automatic data-generation
features., Input data are formatted as an optimal combination of free and fixed for-
mats. Interactive graphics capabilities, using an Evans and Sutherland, Megatek, or
any other suitable display terminal, enable convenient display of nodal deformations,
mode shapes, and element stresses. The program, developed in modular form for easy
modification, is written in FORTRAN for the VAX 11 computer, although earlier devel-
opment was accomplished using a UNIVAC 1100 computer. Continued development of the
program is envisaged, but with care exercised to limit its size (the program now
consists of fewer than 12,000 programmed instructions). Applications of the program
are anticipated in the fields of aerospace, mechanical, and civil engineering, among
others.

1. INTRODUCTION

The general-purpose digital computer program, STARS, has been designed as an
efficient tool for analyzing practical structures, as well as for supporting rele-
vant research and development activities; it has also proved to be an effective
teaching aid. All such activities are mutually enhancing and interrelated (fig. 1).
The current version of the program, capable of solving linear elastic structural
problems, will be continuously updated to include other forms of analysis.

In an effort to optimize the program layout, the various subroutines have been
grouped into three links. Interaction between the user and the program is effected
through a display terminal with or without graphics capabilities; however, a graph-
ics terminal is useful in the accurate preparation of data input and in visualizing
structural geometry and analysis results. Thus with reference to figure 2, Link 1
relates to the input phase of the program. Once the data have been entered into the
system, the user may create an image of the model on the terminal display screen.
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Figure 2., STARS overview.

Subsequent correction or modification of the model may be easily implemented on
an interactive basis. Once satisfied with the model format, the user may simply
proceed to run Link 2 of the program, which involves major numerical manipulation of
input data relative to static, stability, and free-vibration analysis of the struc-
tural model. Nodal displacements caused by static loading and the structural mode
shapes pertaining to the stability and free-vibration problem may then be displayed
using the graphics terminal. Link 3 of the program, the response link, enables com-
putation of structural displacements caused by dynamic loading, as well as element
stresses resulting from static and dynamic loads input.



The program can solve static and dynamic problems of nonrotating and rotating
structures of general configurations with arbitrary displacement boundary condi-
tions. For static problems, a multiple set of input data is permissible; for
dynamic response problems, a single set of force or acceleration data is the usual
input. The structural material may be isotropic, orthotropic, or anisotropic. Both
viscous and structural damping occurring in practice may be included in the dynamic
analysis. A bandwidth minimization option is available, its utilization being
highly desirable to ensure economical solution of associated problems.

The free-vibration and dynamic response analysis of structural systems rotating
along an arbitrary axis is a useful feature of the STARS program. Such a structure
may have a combination of nonrotating and rotating parts, and each part may have a
different spin rate. Both rigid body and elastic modes may be computed by the pro-
gram and the dynamic response analysis is formulated accordingly. The VAX 11 ver-
sion of the program performs computations in single or double precision, using
either real or complex arithmetic operations.

Section 2 provides a concise description of the program, as well as highlights
of some of its important features, and section 3 depicts the STARS data input proce-

dure. Section 4 provides summaries of input data and analysis results for a number
of sample test cases. A description of the program system is given in section 5.

2. PROGRAM DESCRIPTION

The structure to be analyzed by STARS may be composed of any suitable combina-
tion of one-, two-, and three-dimensional elements. The general features of STARS
include the following:

1. A general-purpose, compact, finite-element program

2. Elements: bars, beams, trianqular and quadrilateral shells, tetrahedral and
hexahedral solids

3. Geometry: any relevant structure formed by a suitable combination of the
elements in (2)

4. BAnalysis: natural frequencies and mode shapes of usual and rotating struc-
tures with or without structural damping, viscous damping, or both, including ini-
tial load (pre-stress) effect; stability (buckling) analysis; dynamic response analy-
sis of usual and rotating structures; and static analysis for thermal and multiple
sets of mechanical loading

Special features of the STARS program include the following:

1. Random data input

2. Matrix bandwidth minimizer

3. Automatic node and element generation



4. General nodal deflection boundary conditions
5. Multiple sets of static load input

6. Pre- and post-processor

7. Plot of initial geometry

8. Plots of mode shapes, nodal deformations, and element stresses as functions
of time, as required

Structural geometry is described in terms of the global coordinate system (GCS)
having a right-handed Cartesian set of X-, Y-, and Z-coordinate axes. Each struc-
tural node is assumed to have six degrees of freedom (DOF) consisting of three trans-
lations, UX, UY, UZ, and three rotations, UXR, UYR, UZR, which are the undetermined
quantities in the associated solution brocess. Details of some important features
of the program are summarized below:

2.1 Nodal and Element Data Generation

The STARS program provides simple linear interpolation schemes that enable auto-
matic generation of nodal and element data. Generation of nodal data is dependent
on the occurrence of such features as nodes lying on straight lines and common nodal
displacement boundary conditions, but such a generation of element data is possible
if the finite-element mesh is repetitive in nature with elements possessing common
basic elemental properties. A separate pre-processor called PRESTARS has been devel-
oped for automated generation of nodal and element input data for any continuum.

2.2 Matrix Bandwidth Minimization

This feature enables effective bandwidth minimization of the stiffness, inertia,
and all other relevant system matrices by reordering input nodal numbers, taking
into consideration first~order, as well as second-order, nodal connectivity condi-
tions. Thus with reference to figure 3, the existing nodal numbering may be modi-
fied (ref. 1) to minimize the bandwidth of associated matrices. Therefore, any node
with minimum first-order connectivity may be chosen as the starting node. Accord-
ingly, any one of nodes 1, 4, 7, 10, 13, and 16, all of which have a minimum first-
order nodal connectivity of 2, may be selected as the first node to start the nodal
numbering scheme. However, nodes 1, 4, 10, and 13 possess a higher second-order
connectivity condition than do nodes 7 and 16. For example, nodes connected to node
1, namely, nodes 2 and 18, are in turn connected to a total of seven nodes, whereas
such a connectivity number for either node 7 or 16 happens to be only 6. As such,
either node 7 or node 16 may be chosen as the starting node for the renumbering
scheme. A revised nodal numbering that minimizes matrix bandwidth is shown in
parentheses in figure 3. The present minimization scheme also takes into considera-
tion the presence of nodal interdependent displacement boundary conditions.
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minimization scheme.

2.3 Deflection Boundary Conditions

The nodal displacement relationships may be classified as zero, finite, and
interdependent deflection boundary conditions (ZDBC, FDBC, and IDBC). Details of
such a formulation are provided in section 3.4. Thus in addition to prescribed
zero and finite displacements, the motion of any node in a particular degree of
freedom can be related in any desired manner to the motion of the same or any other
node in any specified direction.

2.4 Prescribed Loads

A structure may be subjected to any suitable combination of mechanical and ther-
mal loadings. The loads in the mechanical category may be either concentrated at
nodes or distributed. Thus uniform pressure may be applied along the length of
line elements acting in the direction of the local y- and z-axes. Such uniform sur-
face loads are assumed to act in the direction of the local z-axis of the shell and
solid elements, acting respectively on the shell and solid base surfaces.

The effect of thermal loading can be incorporated by the appropriate input
of data pertaining to uniform element temperature increases, as well as thermal
gradients.

2.5 sStatic Analysis

Static analysis, performed by setting IPROB = 8 in the input data, is effected
by solving the set of linear simultaneous equations:

KU =P (1)



where

K = system elastic stiffness matrix

U = nodal displacement vector

)4 = external nodal load vector

IPROB = integer designating problem type (defined in sec. 3.1)

A multiple set of load vectors is represented by the matrix P incorporating effects
of both mechanical and thermal loading. The equations are solved once, initially by
Guassian elimination, and solutions pertaining to multiple nodal load cases are
obtained by simple back substitution.

2.6 Elastic Buckling Analysis
A buckling analysis is performed by solving the eigenvalue problem,

(ke + vre)u = 0 (2)

in which Kg and Kg are elastic stiffness and geometric stiffness matrices, respec-
tively; U is the buckled mode shapes; and Y is the buckling load.

2.7 Free Vibration Analysis

The matrix equation of free vibration for the general case of a spinning struc-
ture with viscous and structural damping is expressed (ref. 2) as

[KE(1 +i*g) + Kg +K']U+ (CC +CD)I.J+M6=0 (3)

in which the previously undefined terms are described below and in which a dot indi-
cates differentiation with respect to time

K' = centrifugal force matrix

Cc = Coriolis matrix

Cp = viscous damping matrix

M = inertia matrix

g = structural damping parameter
i* = imaginary number, ./-1

Such a structure may have individual nonrotating and also rotating components spin-
ning with different spin rates.

Various reduced sets of equations representing the equation of free vibration
pertaining to specific cases are given as follows.

1. Free undamped vibration of nonrotating structures (IPROB = 1):
KgU + MO = 0 (4)

2. Free undamped vibration of spinning structures (IPROB = 2):

KgU + CcU + MU = 0 (5)

3. Free damped vibration of spinning structures (IPROB = 4,5): defined by
equation (3)



4. Free damped vibration of nonspinning structures (IPROB = 6,7):
Ke(1 + i*g)U + CpU + MU = 0 (6)

The eigenvalue problem pertaining to the IPROB = 1 and 9 cases is real in nature,
but the rest of the above problems involve complex-conjugate roots and vectors., In
the special case of a prestressed structure the matrix Kg is automatically

included in Equation (6).

In addition, STARS solves the quadratic matrix eigenvalue problem (IPROB = 3)
associated with a dynamic element formulation (ref. 3),

[xE - A2 - a4(m, - x4)]u =0 (7)

which is in the form of quadratic matrix eigenvalue problem in terms of the eigen-
values X = A2 and where both M, and K4 are the higher-order dynamic correction

matrices, A being the natural frequencies. This option is being updated, and a new
complete version will be made available shortly.

Pre-stressed structures caused by initial loads may also be analyzed, in which
case the relevant eigenvalue problem has the form

(ke + kg - A2M)U = 0 (8)

in which the geometrical stiffness matrix Kg is a function of initial stresses.

2.8 Dynamic Response Analysis
The modal superposition method is employed for the dynamic response analysis,
following the computation of structural frequencies and modes. As an example, for
a nonrotating, undamped structure, the associated eigenvalue problem of equation
(4) is first solved to obtain the first few eigenvectors ¢ and also the eigenvalues,

The vectors may consist of a set of rigid body modes $o and a number of elastic
modes ¢ which are next mass~orthonormalized so that the matrix product,

¢$TMp = [I] (9)

is a unit matrix. A transformation relationship,
U = ¢n (10)
is substituted in the dynamic equation,
MU + KU = P(t) (11)

and when premultiplied by ¢T, yields a set of uncoupled equations,

No = $oP(t) (12)

and

Ne + 22N = $op(t) (13)



incorporating rigid-body and elastic mode effects, respectively; P(t) is the exter-
nally applied, time-dependent forcing function, and 22 is a diagonal matrix, with

the terms w%, wi being the natural frequencies. Solutions of equations (12) and (13)
can be expressed in terms of Duhamel's integrals, which in turn may be evaluated by
standard procedures (ref. 4). 1In the present analysis, the externally applied time-
dependent forcing function must be applied to the structure in appropriate small
incremental steps of rectangular pulses. The forcing function may be either load or
acceleration vectors; the program also allows application of initial displacement
and velocity vectors to the structure. For spinning, as well as damped, structures
identified as IPROB = 2, 4, 5, 6, and 7, ¢T is replaced by its tranjugate ¢T in the
relevant dynamic response formulation.

2.9 Shift Synthesis

The program provides special eigenvalue shifting provisions in the analysis to
ensure numerical stability. Such a problem may be encountered in the analysis of
aerospace structures, which are designed to be strong and lightweight. For example,
the elements of the mass matrix of equation (4) may have numerical values much
smaller than those of the stiffness matrix. In such cases, the effect of the mass

matrix in the K - A2M formulation may be insignificant. Such a problem also occurs
in the presence of rigid-body modes characterized by "zero" frequencies. An eigen-
value shift strategy has been developed to accommodate such situations.

Thus the eigenvalue problem pertaining to equation (4) representing the problem
defined as IPROB = 1 may be written as

(k -a2M)y = 0 (14)

in which X is the natural frequency of free vibration, y being the eigenvector. The
stiffness and mass matrices must be suitably perturbed to handle rigid-body modes
and also to maintain numerical stability by negating effects of rounding error.

Thus equation (14) is rearranged as

[+ 4% - (X + Q)u]y = 0 (15)
or,
(x - f4)y = o (16)
in which
K=K+ a (17)
M =M (18)
X = A2/F (19)
A= A2F + 4 (20)
F = max (|ki,i|/|Mg,1]) /107 (21)



where |xi’i| and I“i,il typically denote the norms of the diagonal elements and the

number 107 relates to the computational accuracy of the VAX 11 computer. Once the
eigenvalue problem defined by equation (16) is solved, the natural frequencies are

simply obtained as
r = V(X - a)VF (22)

A similar procedure is adopted for the analysis of free-vibration problems defined
by IPROB = 6 and 7, as well as for the buckling analysis (IPROB = 9).

In the case of spinning structures, a somewhat similar strategy is used in per-
turbing appropriate matrices to ensure effective computation of rigid-body modes, as
well as numerical stability.

2.10 Formulation for Nodal Centrifugal Forces in Finite Elements

STARS can perform dynamic analyses of structures with nonrotating and rotating
parts having different spin rates. Thus with reference to figure 4, a typical
element defined by vertices I, J, and K is assumed to rotate around an arbitrary
axis in a radial direction with spin rate Qgr, having components Qyx, fly, and g in

the global X-, Y-, and Z-directions, respectively. Assuming a plane element, the
finite-element relationship may be expressed as

u = au (23)
with
a = RQ-! (24)
in which
u = displacement vector at a typical point L within the element in local
coordinate system (LCS)
U = nodal displacement vector in LCS

a = shape function
R = portion of shape function matrix, function of coordinates x, y

portion of shape function matrix, function of element nodal coordinates
in LCS

0
]
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Figure 4. Triangular plane finite
element rotating around an arbitrary
axis.

Furthermore, by defining the element nodal forces vector in the local coordinate
system (x,y,z) as

T
£= (5], £}, €3, ..., £3, £3, £3) (25)

expressions for such nodal centrifugal forces in the planar x- and y-directions
owing to spin rates along the global X-, Y-, and Z-directions are derived as
follows:

X-axis (QX)
k -hx
£ = D“it[Q"]TLy£ RT[xM]dxdy (26)
X
Y-axis (QY)
vk hx
£ = 002t [o-1]T RT[YM]dxd (27)
e T, ey
Z-axis (QZ)
k _h
f = pQ%t—_ [Q-]]l1y£ xRT[ZM]dxdy (28)
X

where p is the mass density.

10



The total element nodal force is obtained as £ = £(X) + £(Y) + £(Z), and in which

My(Mxx + Mgy + YI) + Ng(Nyx + Nyy + ZIﬂ
[XM] = (29)
My (Myx + Myy + YI) + Ny(Ngx + Nyy + le
Ly (Lxx + Lyy + XI) + Ny (Nex + Nyy + 21)
(M] = (30)
Ly(Lyx + Lyy + XI) + Ny (Ngx + Nyy + ZIL
» : -
L(Lxx + Lyy + XI) + My(Mex + Myy + ¥I)
[ZM] = (31)
Ly(Lxx + Lyy + XI) + My(Myx + Myy + vI)
[DIR] = direction cosine matrix
Lx My Ng
= |Ly My Ny (32)
Lz Mz Nz
where
XI, YI,
Z1 = coordinates of node I in the GCS
1x = (xk)y/yk, hx = xj - (xj - xk)y/yk
t = element thickness

in which xj, xk, yk denote appropriate x and y coordinates of nodes J and K ex-
pressed in LCS. These element nodal forces may then be transformed into the GCS as

F = [DIR]TE (33)

The above expressions for element nodal centrifugal forces in the LCS owing to
arbitrary spin rates as defined by equations (26) to (28) are general in nature for
any triangular planar element. Similar expressions are derived for quadrilateral
elements by suitably combining such effects for the four constituent triangular
elements. For line elements with equivalent nodal lumped masses, the centrifugal
forces at a typical node expressed in the GCS have the following form:

mﬂ%X + mQ%X

Fx=
Fy = m3Y + noay
2 2
Fz = mQ§z + mQgz (34)

with m being the lumped mass at the node under consideration. In the particular

case in which a node is connected to a number of elements with different spin rates,
an average spin rate value is assigned to the node.

1



Once the nodal centrifugal forces have been derived as above and stored in array
P, the element stresses in the structure caused by these forces are simply obtained
by solving equation (1) (repeated here for convenience),

KU =P

The stresses are next utilized to derive the structural geometrical stiffness matrix
KG required for solving the free-vibration problems defined in section 1,

2.11 Material Properties

The structural material may be general in nature. Thus the finite-element
material properties may be isotropic, orthotropic, or anisotropic. In the most
general case of solid elements having anisotropic material properties, defined as
material type 3, the stress-strain matrix is expressed as

8 = Ee (35)

with Ei,j being elements of the general material matrix of order 6 x 6, defining the

relationship between the stress vector § and the strain vector €. The elements of
the upper symmetric half of the E matrix, as well as coefficients of thermal expan-
sion and material density consisting of 28 coefficients, are the required data input
for the pertinent material type. 1In this connection, it may be noted that the
material data input is designed in such a way as to be quite general; the user may
easily incorporate effects of various related features, such as varying material
axes orientation, by appropriately calculating the elements of the material matrix.
If the material is orthotropic, the input scheme remains the same as for the aniso-
tropic case.

Material type 2 pertains to thin, shell elements displaying anisotropic or
orthotropic material properties; it requires an input of 13 coefficients., For iso-
tropic material classified as material type 1, only four coefficients constitute the
required input data.

2.12 Output of Analysis Results

A dynamic response analysis, in general, yields an output of nodal deformations
and element stresses as appropriate functions of time. For line elements, member
end-loads and moments constitute the usual output of results, In the case of thin,
shell elements, the stresses oyxy, Oyyr, and oxy are calculated at the centroid of the

element and at both its top and bottom surfaces. For solid elements, all six com-
ponents of stresses (oyxy, Oyyr Ozz, Oxy, Oyz, and Ozy are computed at the center of
volume of the element. Since free-vibration analysis constitutes a vital prelimi-
nary for the dynamic response analysis, the natural frequencies and associated modes
are computed by the program and printed out, as desired. Similar results are
obtained for elastic buckling analysis. For static problems, the nodal displace-
ments and element stresses are computed for multiple-load cases.

Special printout options make possible a selective output of analysis results.
Thus such computed data as stiffness and inertia matrices may be printed out, as
desired. Initially, the program automatically prints out the generated nodal coor-
dinates, element data, and other relevant input data.

12



2.13 Discussions

Additional analysis features such as finite, dynamic element discretizations,
improved dynamic analysis capabilities, and various efficient numerical techniques
are currently being implemented in the program; the program will be continually
updated in the future. A nonlinear analysis capability will also be developed in
parallel. Improved pre- and post-processing of data, using an Evans and Sutherland
PS 300, Megatek, or other graphics terminals, is being used to permit efficient
modeling and analysis, as well as display, of the results pertaining to practical
structural problems.

3. DATA INPUT PROCEDURE

3.1 Basic Data

3.17.1 JOB TITLE
Format (13A6)

3.1.2 NN,

NEL, NMAT, NMECN, NEP, NET, NTMP, NPR, NBUN

Format (FREE)

1. Description: Basic data parameters.

2. Notes:

NN

NEL

NMAT

NMECN

NEP

NET

NTMP

NPR

NBUN

total number of nodes
total number of elements
total number of element material types

number of material elastic constants, a maximum of numbers, as
below

4, for isotropic material

13, for orthotropic-anisotropic material for 2-D elements (shell,
types 2 and 3)

28, for orthotropic-anisotropic material for 3-D elements (solid,
types 4 and 5)

total number of line element property types (element type 1)

total number of shell element thickness types (element types 2
and 3)

total number of element temperature types
total number of element pressure types

total number of interdependent and finite nodal connectivity
conditions (includes IDBC and FDBC in section 2.3)

13



3.1.3 IPROB, IBAN, NPREC, NC, IDRS, IPLOT, IEIG
Format (FREE)

1. Description: Data defining nature of required solution.

2. Notes:
IPROB = index for problem type, to be set as follows
= 1, undamped free-vibration analysis of nonspinning structures
= 2, undamped, free-vibration analysis of spinning structures
= 3, quadratic matrix eigenproblem option for DEM (dynamic ele~
ment method) analysis
= 4, free~vibration analysis of spinning structures with diagonal
viscous damping matrix
= 5, as for IPROB = 4 with structural damping
= 6, free-vibration analysis of nonspinning structures with gen-
eral viscous damping
= 7, as for IPROB = 6 with structural damping
= 8, static analysis of structures with thermal and multiple
mechanical load cases
= 9, elastic buckling analysis
IBAN = bandwidth minimization option
= 0, performs minimization
= 1, minimization not required
NPREC = specification for solution precision
= 1, real single Precision (IPROB = 1, 3, 8, 9)
= 2, real double precision (IPROB = i, 3, 8, 9)
= 3, complex single precision (IPROB = 2, 4, 5, 6, 7)
= 4, complex double precision (IPROB = 2, 4, 5, 6, 7)
NC = number of sets of nodal loads for IPROB = 8
= 0, for IPROB = 1 through 7
= 1, for IPROB = 9
IDRS = index for dynamic response analysis
= 0, no response analysis required
= 1, performs response analysis
IPLOT = index for graphics display
= 0, no plotting needed
= 1, performs display of input geometry; if satisfactory a
restart option enables continuation of current analysis
IEIG = Integer defines eigenproblem solution type

= 0, for solution based on a modified combined Sturm sequence and
inverse iteration method

= 1, for an alternative solution technique based on a Lanczos
procedure

A dynamic response analysis is achieved by specifying appropriate values for
IPROB, IDRS, and IEIG. At end of problem solution, extensive options are available
for plotting nodal deformations, mode shapes, and element stresses by utilizing the
post-processor program POSTPLOT.

14



3.1.4 IPLUMP, IMLUMP, NSPIN, IPRINT

1.

2.

Format (FREE)
Description: Additional basic data.
Notes:

IPLUMP = index for nodal external loads
= 0, no load input
= 1, concentrated nodal load input for IPROB = 8 and 9, as well as
for IPROB = 1 through 7 for prestressed structures

IMLUMP = index for nodal lumped mass
= 0, no lumped mass
= 1, lumped nodal mass input (IPROB = 1 through 7)

NSPIN = total number of different element spin types

IPRINT = output print option

0, prints final results output only

1, prints global stiffness (K), mass (M), damping or Coriolis (C)
matrices and values of roots at various stages of convergence

2, prints output as in IPRINT = 1, but omits K, M, and C matrices

Mass matrix: Nodal lumped mass matrix is added to consistent mass matrix to
evolve the final mass matrix.

Initial load (prestress) effect: To include effect of initial load for the
free-vibration problems defined by IPROB = 1 through 7, the intial nodal
load is read by setting IPLUMP = 1; also in the presence of lumped mass the
user may set IMLUMP = 1.

3.1.5 INDEX, NR, INORM, PU, PL, INDATA (Required if IPROB # 8)

1.
input.

2.

Format (FREE)

Description: Data specifications for eigenproblem solution and matrix data

Notes:
INDEX = indicator for number of eigenvalues and vectors to be computed
= 1, computes NR smallest roots (and vectors) lying within bounds
PU, PL
= 2, computes all roots (and vectors) lying within bounds PU, PL
NR = number of roots to be computed (needs no input for INDEX = 2)
INORM = index for vector normalization
= 0, normalizes with respect to a scalar of displacement vector Y
having largest modulus
= =1, normalizes with respect to a scalar of Y or YD (velocity)
vector having largest modulus
PU = upper bound of roots

15
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PL lower bound of roots

INDATA

input data option
0, basic matrices are automatically computed
1, to read basic matrices K, M, and C from user input files

3.1.6 1IUV, IDDI, NTTS, NDELT (Required if IDRS = 1)
Format (FREE)

1. Description: Data related to dynamic response analysis.

2. Notes:
Iuv = index for initial displacement (U) and velocity (V) input
= 0, no initial data
= 1, either initial displacement or velocity or both are nonzero
vectors
IDDI = index for dynamic data input
= 1, nodal load input
= 2, nodal acceleration input
NTTS = total number of sets of load or acceleration data input
NDELT = number of sets of uniform time-increments for response
calculation
3.1.7 G

Format (FREE)
1. Description: Structural damping formulation [K = K(1 + i*g)].

2. Notes:

g structural damping parameter

i* = imaginary number, /-1

K system stiffness matrix

General note:

Each set of data input in succeeding sections is preceded with a relevant
comment statement having a dollar sign at the first column, followed by
optional descriptive words.



3.2 Nodal Data

3.2.1 §$ NODAL DATA
3.2.2 1IN, X, Y, Z, UX, UY, UZ, UXR, UYR, UZR, IINC
Format (I5,3E10.4,715)
1. Description: NN sets of nodal data input in GCS, at random; table 1 provides

a description of the input data.

TABLE 1. -~ ARRANGEMENT OF NODAL DATA INPUT
Node Nodal Nodal zero displacement boundary
. s s Increment
number coordinates conditions (ZDBC)
(IN) (x) (Y) (2) (ux) (uy) (uz) (UXR) (UYR) (UZR) (IINC)
1 2 3 4 5 6
* * * * * * * * * * *
2. Notes:

a. A right-handed Cartesian coordinate system (X, Y, Z) is to be chosen to
define the global coordinate system (GCS)

b. The asterisk (*) indicates required data input in GCS

c. Each structural node is assumed to have six degrees of freedom (DOF) con-
sisting of three translations, UX, UY, Uz, and three rotations, UXR, UYR,
UZR, usually labeled as displacement degrees of freedom 1, 2, 3, and 4,
5, 6, respectively

d. For nodal zero displacement boundary conditions, set value to
= 0, for free motion
= 1, for constrained motion

e. For node generation by increment, set IINC
= 0, for no incrementation
= I, to increment node number of previous input by I until current node

number is attained

f. 1In automatic node generation (note (e)), the imposed displacement bound-
ary conditions of generated intermediate nodes pertain to that of the
last data set of the sequence

g. Third point nodes for line elements are assumed to lie on element local
x-y plane, and may be chosen as any existing active node or dummy nodes
(not connected to any structural member) with UX through UZR set to 1

h. Final data are automatically formed in increasing sequence of node

numbers

17



Gene

3.3.

3.3.

1.

ral note:

3.3. Element Data

Element data input may be at random within each data group.

1 $ ELEMENT CONNECTIVITY

2

IET, IEN, ND1, ND2, ND3, ND4, ND5, ND6, ND7, NDS, IMPP, IEPP/ITHTH,

ITMPP, IPRR, IST, INC
Format (16I5)

Description: NEL sets of element data input; definition of input data is
given in table 2.

TABLE 2. - ELEMENT DATA LAYOUT
Element | Element Node number for vertices IMPP | IEPP/ |ITMPP|IPRR|IST|INC
type number | 1 2 3 4 5 7 8 ITHTH
(IET) (IEN) | (ND1) (ND2) (ND3) (ND4) (ND5) (ND6) (ND7) (ND8)
'-‘;“' %* % | % |ksk|iECt|iEC2 * | x * | %k | k| %
Sheil
quadrilateral| X | k| k| % * t X | %k [ %]k
2
Shell
triangle E 3 X | k| %k b 3 t X | %k | k| %k
3
Solid
hexahedron | Xk | Xk | %k | %k | k| k| k| k| % | % X | %k | k| %
4
Solid
tetrahedron | %k X | k| k| X % X | %k | k| %
5
2. Notes:
* = data as defined
%k = third point node for element type 1
IECI = integer defining line element end condition pertaining to end I
= 0, rigid-ended
= 1, pin-ended
IMPP = integer defining material number
IEPP(x) = integer defining line element property type
ITHTH(t+) = integer defining shell element thickness type

18



ITMPP = integer defining element temperature type

IPRR = integer defining element pressure type
ISsT = integer defining element spin type
INC = integer for element generation by increment

= 0, no increment
= J, increments node numbers of previous elements by J until
current element nodal numbers are reached

In automatic element generation (see INC, above), the generated intermediate
elements acquire properties the same as the last element in current sequence.
Also, a special option enables repetitive use of an element with an input format
(13, 12, 1515); the integer IET is then replaced by NELNO and IET, where NELNO is
the total number of similar elements connecting the specified nodes.

LRI ES UE L

3. Element Description:

The various elements (fig. 5) and associated degrees of freedom are depicted
below. X, Y, Z represents global coordinate system (GCS), whereas x, y, z relates to
local coordinate system (LCS).

4. Notes:

a. A right-handed Cartesian coordinate system (x, y, z) is to be chosen to
define any element local coordinate system (LCS)

b. Any node may be chosen as the first vertex of an element, the local
x-axis being along the line connecting vertices 1 and 2

c. For line elements, the local x~y plane is defined as the plane contained
by vertices 1, 2, and the specified third point node

d. For thin shell elements, the y-axis lies in the plane of the elements,
the z-axis being perpendicular to the x-y plane

e. The vertices of the shell elements are usually numbered in a counter-
clockwise sequence when observed from any point along the local positive
z-axis

f. For solid elements the y-axis lies in the plane formed by vertices 1-2-3
and 1-2-3-4 for the tetrahedral and hexahedral elements, respectively;
the z-axis is perpendicular to the x-y plane, heading toward the 4th
node for the tetrahedron and the plane containing the other four nodes
for the hexahedral element

g. The vertices of the solid elements are also numbered in a counterclock-
wise sequence when viewed from any point on the positive z-axis, lying
above the plane under consideration; the fifth vertex of the hexahedron
is to be chosen as the node directly above vertex 1
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Figure 5. Description of finite elements.



5. Structural Modeling:

Since each node is assumed to possess six displacement degrees of freedom, any
individual structural form may be simply represented by suppressing appropriate
displacement terms. The following rules may be adopted:

Truss structures: to allow only two nodal translational deformations in the
plane of the structure; to use line elements

Plane frame: all three in-plane displacements, namely, two translations and
one rotation are retained in the formulation; to use line elements

Plane stress/strain: displacement boundary conditions are similar to truss
structures; to use shell elements

Plate bending: only the three out-of-plane displacements consisting of one

translation and two rotations are considered for the analysis; to use shell
elements

Solid structures: the three translational degrees of freedom are retained
in the analysis; to use solid elements

Shell, space frame: all six degrees of freedom are to be retained in the
solution process; to use shell and line elements, respectively

Suppression of derived nodal motion may be achieved by using zero and inter-
dependent displacement boundary conditions (ZDBC, IDBC), defined in sections 3.2
and 3.4, respectively.

3.3.3 $ LINE ELEMENT BASIC PROPERTIES (Required for line elements only)

3.3.4 I1EPP, A, JX, 1y, 12
Format (I5,4E10.4)

1. Description: NEP sets of line element basic property data in element local
coordinate system (LCS).

2. Notes:

IEPP = integer denoting line element property type

A = area of cross section

JX = torsional area moment of inertia, about element x-axis
IY = area moment of inertia about element y-axis

12 = area moment of inertia about element z-axis
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material matrices are derived from the 6 x 6,

3.3.5 $ SHELL ELEMENT THICKNESS (Required for shell elements only)

3.3.6 ITHTH, T
Format (I5,E10.4)

1'

3.3.7 $ ELEMENT MATERIAL PROPERTIES

3.3.8

3.3.9

1.

Description:

Notes:

ITHTH

T

IMPP,

NET sets of element thickness data.

element thickness type

thickness

MT

Format (215)

E11,
ES6,

E11,
E23,
E36,

E12,
E66,

E12,
E24,
E44,

E14, E22, E24, E44,

E, MU, ALP, RHO (material type 1); or

E55,

ALPX, ALPY, ALPXY, RHO (material type 2); or

E13, E14, E15, E16,
E25, E26, E33, E34,
E45, E46, E55, ESe6,

ALP1, ALP2, ALP3, ALP4, ALPS,
Format (4(7E10.4))

Description:

material.

22

2.

Notes:
IMPP

MT

E
Ei,j

MU

ALP

ALPX, ALPY,

ALPXY

E22,
E35,
E66,
ALP6, RHO (material type 3)

NMAT sets of element material property data; the individual

= material number

material type
1, isotropic

= 2, orthotropic-anisotropic, shell elements

Young's modulus

3, orthotropic-anisotropic, solid elements

= elements of material stress-strain matrix (i

= Poisson's ratio

= coefficient of thermal expansion for isotropic material

coefficients of thermal expansion, shell elements

3

symmetric matrix for general solid

1,

6)



ALP1 through
ALP6

coefficients of thermal expansion, solid elements

RHO

mass per unit volume
3.3.9 $ ELEMENT TEMPERATURE DATA (Required if NTMP # 0)

3.3.10 ITMPP, T, DTDY, DTDZ
Format (2(I5,3E10.4))

1. Description: NTMP number of element temperature types; table 3 shows com-
patible input data.

TABLE 3. - ELEMENT TEMPERATURE

DATA INPUT
Element
T DTDY DTDZ
type
1 * * *
2'3 * *
4, 5 *
2. Notes:
ITMPP = element temperature increase type
T = uniform temperature increase; relates to all elements
DTDY = temperature gradient along element local y-axis; relates to line
elements only
DTDZ = temperature gradient along element local z=-axis; relates to line
and shell elements
* = compatible input data

3.3.11 $ ELEMENT PRESSURE DATA (Required if NPR # 0)

3.3.12 IPRR, PR
Format (5(I5,E10.4))

1. Description: NPR sets of element pressure data

2. Notes:
IPRR = element pressure type
PR = uniform pressure

Pressure directions for line elements: uniform pressure allowed in local
y- and z-direction only and the program calculates as input both end loads
and moments; while pressure corresponding to a first nodal input pertains to
y-direction, a subsequent input for the same node signifies pressure acting
in the z-direction

23



Pressure directions for shell elements: uniform pressure allowed in local
z-direction only, program computes nodal load input

Pressure directions for solid elements: uniform pressure allowed on base
surface defined by nodes 1-2-3-4 and 1-2-3 for hexahedral and tetrahedral

elements, respectively, acting in local z-direction; program computes nodal
load input data

3.4 Data in Global Coordinate System

General note: Data input in global coordinate system may be at random within

each data group,

24

3.4.1 $ ELEMENT SPIN RATE DATA (Required if NSPIN # 0).

3.4.2 1IST, SPX, SPY, SPZ
Format (I5,3E10.4)

1. Description: NSPIN sets of spin data.
2. Notes:

IsT

spin type

SPX, SPY, SPZ = components of element spin rate in global X-, Y-, and
Z-directions, respectively

3.4.3 $ DEFLECTION BOUNDARY CONDITION DATA (Required if NBUN # 0)

3.4.4 1INI, IDOFJ, INIP, IDOFJP, CONFCT
Format (4(I4,I1,I4,I1,E10.4))

1. Description: NBUN sets of nodal deflection boundary condition data.
2. Notes:

INI = node number I

IDOFJ = Jth DOF associated with node I

INIP = node number I1'

IDOFJP = J'th DOF associated with node J!'

CONFCT connectivity factor

J and J' vary between 1 and 6



3.

Additional Notes:
The nodal displacement boundary conditions relationship is expressed as
Ui,j = 3m,n Um,n

= aj,5 t&,j + aje, ¢ Ui',j' + o

The input scheme is shown in table 4.

TABLE 4. - DATA LAYOUT FOR DISPLACEMENT BOUNDARY CONDITIONS

Node Node Connectivity .
DOF Terminol
1 DOF 2 coefficient ogy
i! j' ajr, §° IDBC
ai'j FDBC
0. ZDBC
in which
i,i* = node numbers
j.3° = degrees of freedom
ailjl . . . .
ajr, 41 = connectivity coefficients

IDBC, FDBC, and ZDBC are, respectively, the interdependent, finite, and zero
displacement boundary conditions. The ZDBC may also be conveniently imple-
mented by following the rules given in table 1, which is generally recom=-
mended for such cases.

3.4.5 $ NODAL LOAD DATA (Required if IPLUMP # 0)

3.4.6 1IN, IDOF, P, IDOFE

2.

Format (2I5,E10.4,I5)
Description: NC sets of nodal force data.
Notes:
IN = node number

IDOF and IDOFE are, respectively, the start and end degrees of freedom
assigned with the same P value; default value for IDOFE is IDOF

P = nodal load

Each data set is to be terminated by setting a neagtive walue for IN.
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3.4.7 $ NODAL MASS DATA (Required if IMLUMP # 0)

3.4.8 1IN, IDOF, M, IDOFE

Format (2I5,E10.4,I5)
Description: Nodal lumped mass data.
Notes:
M = nodal mass

Other definitions are as in section 3.4.6.

3.4.9 $ NODAL INITIAL DISPLACEMENT AND VELOCITY DATA (Required if
IUV = IDRS = 1)

3.4.10 1IN, IDOF, UI, VI

Format (215,2E15.5)

Description: 1Initial displacements and velocities data.

Notes:

IN = node number

IDOF = degree of freedom

U1 = initial displacement value
\'4 8 = initial velocity value

Data set is terminated if IN is read as -1.

3.4.11 $ NODAL FORCE ACCELERATION DATA (Required if NTTS # 0 and IDRS = 1)

3.4.12 TZ

Format (E15.5)

3.4.13 1IN, IDOF, PZ

1e

Format (2I5,E15.5)

Description: NTTS sets of dynamic nodal load (IDDI = 1)} or acceleration

(IDDI = 2) input data.

26

2.

Notes:
TZ = time-duration of load application

Pz nodal force or acceleration data

Each data set is terminated by setting IN value to -1, Other definitions
are as given in section 3.4.6.



3.4.14 $ INCREMENTAL TIME DATA FOR RESPONSE CALCULATION (Required if NDELT # 0
and IDRS = 1)

3.4.15 DELT, IDELT
Format (E15.5,15)

1. Description: NDELT sets of uniform incremental time input data for dynamic
response calculation.

2. Notes:
DELT = uniform incremental time-step
IDELT = total number of uniform time-~steps in the data set

3.5 Additional Basic Data
3.5.1 $ VISCOUS DAMPING DATA (Required if IPROB = 4 or 5)

3.5.2 (Cc(1,1),I = 1,N)
Format (6E10.4)

1. Description: User input of diagonal viscous damping matrix.

2. Notes:
C = diagonal viscous damping matrix
N = order of matrix
3.5.3 $ COEFFICIENTS FOR PROPORTIONAL VISCOUS DAMPING (Required if
IPROB = 6 or 7)

3.5.4 ALPHA, BETA (Required if IPROB = 6 or 7)
Format (2E10.4)

1. Description: Proportional viscous damping formulation C = ALPHA*K + BETA*M.
2. Notes:

ALPHA and BETA are damping parameters.

K and M are system stiffness and mass matrices.

3.5.5 $ USER INPUT OPTION FOR VISCOUS DAMPING MATRIX (Required if
IPROB = 6 or 7 and ALPHA and BETA set to 0)

30506 ((C(I,J)'J = 1’M11),I = 1’6)
Format (6E10.4)

1. Description: NN sets of user input of banded viscous damping matrix
C(N,M11) in blocks of six rows of bandwidth M11, one row at a time (N = 6*NN).
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2. Notes:

Data file must conform to IDBC, FDBC, and ZDBC, inherent in the problem.

4. SAMPLE PROBLEMS

This section provides the input data, as well as relevant outputs, of 11 typical
test cases involving static, stability, free-vibration, and dynamic response analy-
ses of representative structures. The input data are prepared in accordance with the
procedures described in section 3; the required run-stream is given in section 5.
Details of such analyses are in the descriptions that follow in which each struc-
tural geometry is described in a right-handed, rectangular coordinate system and the
associated input data are defined in consistent unit form.

4.1 Space Truss: Static Analysis

The static analysis of the space truss depicted in figure 6 (ref. 5) was per-
formed to yield nodal deformations and element forces. A load of 300 1b acts at
node 7 along the axial direction of the member connecting nodes 7 and 9; another
load of 500 1b is applied at node 10 in the direction of the structural base cen-
terline. Also, the three members in the upper tier of the structure are subjected
to an uniform temperature increase of 100°.

Figure 6. Space

truss.
Important data parameters —
Young's modulus, E = 1.0 x 107
Poisson's ratio, u = 0.3
Coefficient of
thermal expansion, @ = 12.5 x 10~6
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STARS input data —

SPACE TRUSS - MECHANICAL AND THERMAL LOADING
11,21,1,4,1,8,1,9,8

8,1,2,1,8,0,9

1,9,94,2

$ NODAL DATA

1 2.8 6.9 0.9 1
2 B.9 -6.0 0.9 1
3 14.39 g.9 a.9 1
4 1.155 4.9 6.9
5 1.185 ~-4.8 6.9
6 8.981 ) 6.9
7 2.309 2.9 12.9
8 2.309 -2.9 12.9
9 5.773 8.9 12.8
18 3.464 2.9 18.0
11 12.9 3.9 g.9
$ ELEMENT CONNECTIVITY
1 1 1 4 11 1 1 )
1 2 2 4 11 1 1
1 3 2 5 11 1 1
1 4 3 5 11 1 1
1 5 3 6 11 1 1
1 6 3 4 11 1 1
1 7 4 5 11 1 1
1 8 5 6 11 1 1
1 9 6 4 11 1 1
1 19 4 7 11 1 1
1 11 5 7 11 1 1
1 12 5 8 11 1 1
1 13 6 8 11 1 1
1 14 6 9 11 1 1
1 15 6 7 11 1 1
1 16 7 8 11 1 1
1 17 8 9 11 1 1
1 18 9 7 11 1 1
1 19 7 19 11 1 1
1 29 8 19 11 1 1
1 21 9 19 11 1 1
$ LINE ELEMENT BASIC PROPERTIES
1 2.91389
$ ELEMENT MATERIAL PROPERTIES
1 1
19.0E6 2.3 12.5E-06
$ ELEMENT TEMPERATURE DATA
1 108.9
$ NODAL LOAD DATA
19 1 -509.8
7 1 -259.8

7 2 159.9
-1
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NODE

ELEMENT END1 END2 END3 END4
NO.

30

DV NANWN -

28

21

LOAD CASE NO.

X-DISPL.
9.990880E+89
8.9889BIE+ 89
9.980900FE 00
-9.251729€-91
-9.245333€-91
-8.298415E-91
-9.134302E+22
-0.124453E+98%
-8.129380E+20
-9.403689E+00

2.090832E+20

ELEMENT STRESSES

1

STARS analysis results:

END5 END6 END7 ENDB

1 4
2 4
2 5
3 5
3 6
3 4
4 5
5 6
6 4
4 7
S 7
5 8
6 8
6 9
6 ?
7 8
8 9
9 7
7 18
8 19
9 19

#.298373E+83
-9.298373E+03

-@.110153E+04
#.118159€+04

9.9900808E+00
2. 00R0IRE+BH

B.000RQARE~RR
8.008000E+88

0.000880E+00
B.09BOROE+RY

9. 0800080E+RD
2 .200003E+RQ

Y-DISPL. Z-DISPL. X-ROTN. Y~ROTN. Z-ROTN.
9.990009E+88 B.0PYP0AE+E0 0 .PQOPOPE+HT 0.000000E+HE O.000F0VE+0Y
0.0000P0E+AD 0.00POBRE+P0 0O.PQ0FN0BE+BY 0O .00DF0PE+DE 0 .000BI0E+BH
7.90000BE+Q8 0 .098Q00PE+RY O .000FF0E+3Y 0.B00000E+00 O.0000F0E+HH
#.194816E-91 ~@.276224E-F! 0.P00000E+00 0.B0Q000E+00 O .QUIBBIE+DB
#.194780E-91 -0.247890E-9) 0.000000E+99 0 .00BIRBE+RS 0. 0BVPRBE+90
0.286691E-91 @.465195E-01 @2.080080E+00 0 .00Q0JQE+QF 0.008000E+ID
£.47925LE-01 ~0.321279E-41 ©.J004QCE+QD O.900DIBE+FY 0. ZIIADIE+0
B.479262E-91 -#.389713E~-01 O.QL000PE+HY 0. .QRACLAIE+NT  Q.3980QIE+DT
P.564544E-91 ©.542351E~-01 Q.00BQYPE+B0 O.B000Q0E+00 0. .0800IPE+IR
J.418542E-01 $B.330398E-62 U.0U00Q0E+0R OB .BIIDRIE+RY U . PIOIBAE+ID
0.000P93E+AT 0. FUOOIBE+CY 0. .QLFIFOE+QZ  H.FIIBLIE+LY T .IBSPHIE LD

PX1/PX2 PYL/PY2 PZ1/PZ2 MX1/MX2

SXT SYT SXYT SX8

SXX SYY SZZ SXY
#.785575E+83 B.ELIBRRE+RD D .BIBBIGE+LD 2. 68000FE+80
-9.785575E+93 B.090088E+0D J.099080E+00 8.008830E+98
-9.71S309E-02 #.3300BAE+QD 0.080R8B83E+0Y 2.000CBBE+0D
B.715300E-22 D.IRIRBE+D2 2.0008083E+088 0.009B9RE+BD
9.454121E+03 8.23B2ABE+ID B.DIVDIBAE+LT 0. I0FE0RE+HD
-B.464121E+03 2. 00009BE+0Q D .0OBBABEDB D .008BI0E+DD
8.817221E-81 2. AZIEBBE+IT B.CARDIBE+RR 2.323B09E+0Y
-9.817221E-901 8. 300IBAE+ZE U.0B0FBAE+RY D .00F0DIE+AD
-B.116939E+084 2. .0PIRRIE+IR Q.000080E+00 D.6ARBROE+AB
#.116939E+54 ?.dABBHHE+BF b.0089BAE +00 2.008080E+80
~9.146365E+03 0.200080E+08 9 .00B0BRE+DD J.0B30FE+BH
9.146365E+03 B.0B00RIEFIH 2.9%090BE+B3 2.000800E+08
-9.632629E-41 B.99B0RRE+RR B.O0QRBE+RD 9.890080E+R0
8.632629E-21 2.990900E+88 9.0998BBE+93 J.000080E+8D
-9.32@435E-083 0.90000RRE+2R 2. Q0008 IE+RY G .RARARRE+AR
#.320435E-03 2. 0B0BBBE+RQ 0 .000000E+29 2.00B00BE+0D
#.1590087E+93 2.900080E+00 B.000000E+28 0.080800E+80
-9.150007E+03 0.000000E+Q0 0.0POVDOE+BD 9. 00F0FBE 29
B.73524RC+£3 B..C0000E+20 2.09038AE+3F Q.22G200E+RY
-B.795240E+03 B.O0BRIVE+RR ?.0P2BB3E+0D G.00I000E+DD
B.46188TE~A! £.2200B0E+20 B.RALIOBE L O.eR270RE YO
-9.461807E-01 0.998890E+20 B.000200E+09 2.909000E+00
0.4641186E+93 B.IZBEILE+IL L.BCCOBIE+DL J.5A0LBCE-AT
-9.464118E+03 0.2000B0E+BD 0.2909000E+QY 7.0930080E+BE
-2.177858E+08 B.028082E+2H 2.800C8JE+Y B.0020B0E+2E
#.177856E+08 2.C0800BE+88 B.0000BBE+ED B.000098E+88
-8.327915£+93 2.009008E+20 2.QA00BIE~RE A.00000BE+LE
#.92791SE+93 0.000RIOE+RLD B.PO0RBVE+DD B.00B0BRE+BD
-8.321362E+03 Q.300RBBE+RY 8.000309E+-80 f.82FBR0E+RL
#.321363E+83 B.000809E+29 J.000080E+RY B.009000E+08
9.418791E-01 0.09090FBE+TQ Z.000070E+00@ L. 0008B0E+8
~9.418791E-01 2.000009E+28 0.00288BE+20 2 .90008RE+QQ
§.330078E-921 R.00RDBAE+BY 0.BO2LNAE+DD 0.003CBPE+ID
-9.830078E-91 9.000898E+00 2. 80988FE+R0 2 .00008BE+20
#.825195E-91 B.000000E+B8 2.000890E+00 2.009900E+008
-9.825195E-#1 2.208000E+08 B.0809RRE+RD B.0000B0E+08
B.298373E+03 2.90008RE+QQ 8.000800E+00 0.0000BHE+RE
-9.299373E+03 D .BRRIBRE+DY B.00PRBRE+RD D.0OPPRBE+RD

D.DPBY0PE+RD
2. COVDIHE+PR

B.00QRRRE+RL
9. 00090BRE+IR

nodal deformations and element stresses -

MY1/MY2
SYB

SYZ

B.F0RIADE+BE
B.090000E+88

2.0LCIERE-LT
8.090000E+09

0. 50200E Ll
2 .08000PE+BY

2.B2PI0RE~LF
0.98009BE+DD

2.008C809E +89
B.000000E+00

2. PPA0IRE+BG
9. 980089E+89

9. 208PB0E+80
B.0099BPE+BD

A .0RRRAAAE+RA
3.0000800E+8Y

9.000B00E+08
0.990000E+90

2.0ER2PQE+RT
5.080800E+90

DR PORBE 2T
0.080900E+BR

C.L2TZZOE-RD
#.899B0PE+DD
D.PEZIALRE+ED
0.000000E+688
J.2LALIPE+LR
B.0098ABE B0

0.32920BE+02
B.008000E+B0

2.862B0CE+PH
3.00089BE+00

O.8C700E+28
J.0990800E+98

J.090009E+00
5.000000E+89

P.00PPBAE+PR
P.OPPOBOE+BE

D.0029PRE+0Q
D .09P00BE+D8

RB.BORRRRE+QGL
0.089000E+00

MZ1/MZ2
SKXYB

3.903R8B2E+B2
§.008880E+09

0.0020B0E+LT
0.000090E+08

2. OBEOIITOY
2.0008R0E+BD

B.BBPEATE+EY
P.00BARBE+BE

9.998882ZE+32
B.0829IAE-83

9.800898E+08
9.889229E+92

9.009000E+89
0.009083E+08

a.0098AE+AB
0.000000E+80

9. 00000 PE+B0
B .89000FE+8D

0.82C7IBE+T2
B.083030E+D€

. ABEEOOE+IY
9.008900E+09

2.LC2EICE+80

9.9080R0E+00

B.PBECIREET
B.00BALOE+RD

J.IBTHIBE+I2
9.000900E+99

B.OZZACEZ BT
&.880PO0E 0P

X ArEAXIE+DE
J.88090BE+B0

J.0BEEILE+DT
0.0008030E+99

0.0909980E+09
9.000000E+89

7.9988080E+90
B.9800PPE+B9

B.098000E+00
0.0090FBE+PD

o . 0RANIE+RY
9.009093BE+28



4.2 Space Frame: Static Analysis

A space frame with rigid connections, shown in figure 7, (ref. 6) is subjected
to nodal forces and moments. Results of such analysis are presented below.

5

2000 Ib
4000 1b
50,000 Ib in 31 ) /
———————— —_—
4000 Ib 100,000 Ib in

Y
1
A 4 £

X (A

Figure 7. Space frame structure.

Important data parameters —

Young's modulus, E = 30.24 x 10°
Poisson's ratio, M = 0.2273
Cross~section area, A = 25.13
Member length, £ = 120
STARS input data —
SPACE FRAME CASE
6,4,1,4,1,8,0,9,9
8,1,2,1,8,0,8
1,%,8,2
$ NODAL DATA
1 1290.9 8.8 8.9 1 1 1 1 1 1
2 129.9 2.9 120.4 4 1] 9 B 2 2
3 2.8 2.8 120.9 2 '] 2 o 4 4
4 g.8 -120.8 129.9 1 1 1 1 1 1
5 9.9 120.8 120.9 1 1 1 1 1 1
6 19.8 18.9 2.9 1 1 1 1 1 1
$ ELEMENT CONNECTIVITY
1 1 1 2 6 ] 2 1 1
1 2 2 3 6 '] o 1 1
1 3 3 4 6 2 2 1 1
1 4 3 6 2 2] 1 1

5
$ LINE ELEMENT BASIC PROPERTIES
1 25.13 125.7 62.83 62.83
$ ELEMENT MATERIAL PROPERTIES
1 1
39.24E086 9.2273
$ NODAL LOAD DATA

2 4 1090800.9
2 2 4000 .8
3 1 -4800 .9
3 3 -2008.2
3 4 -509000.9
-1



STARS analysis results —

NODE

OOV N

LOAD CASE NO.

X-DISPL.
B.0980Q00E+Q9
-9.125288E+09
-8.125397E+49
D.0900009E+Q0
0. 90BORBE+RD
0. .0RB0BZE+QD

ELEMENT STRESSES

ELEMENT END1 END2 END3 END4
NO.

32

~ w N

ENDS END6 END7 ENDS

1 2

2 3
3 4
3 5

1

Y-DISPL.
0.0000083E+A0
#.347953E+99
P.193330E-93
2.008800E+26
0.000003E 0@
O.0000R00E+RQ

PX1/PX2
SXT
SXX

-8.124139E+83
#.124139E+03
-#.699813E+083
#.699813E+03
-8.654366E+03
P.654266E+03
#.654366E+93
-9.654366E+03

Z-DISPL.
D.0F00RABE+QY
J.196027E-04

-0 .804946E-01

X=ROTN.
B.008B0BE+AP
-9.239969E-02
-0.580122E-03

Y-ROTN.
B.POBDPRE+QD
~9.121545E-92
~-@.283265E-03

Z-ROTN.
P .9000BBE+89
#.3233%7€-92
B.910380E-P3

0.0000B0E+B0 B.0B0B90E+0Q ©.900900E+00 0 .9BV0IOE+ID
0.0000B0E+08 0.0A000RE+B0 F.09090FE+08 B .9000B0E+0D
D.00R0Q0E+ED 0.0F0FRFE+BS P .DIOBOTE+RE 5 .0FOBIVE +00
PY1/PY2 PZ1/PZ2 MX1/MX2 MY1/MY2 M21/MZ2
sYT SXYT SX8 sye SXye
sYy szz SXY syz SZx
-#.931688E+#3  0.261767E+94 -0.417341E+85 -B.193156E+86 -0.785865E+85
0.331688E+#3 -#.261767E+04  #.417341E+05 -2.120964E+86 -B.332961E+85
£.232395E+03 -§.129390E+24  B.234814E+B5  9.397457E+85  @.255969E +85
~0.232395E+03  B.129390E+04 -0.234B14E+85  B.115522E+86 9.229951E+04
D.5231809E+83 -4.988653E+03  #.365551E+04  9.437120E+05 0.234344E+85
~9.523180E+43  F.988653E+03 -#.365551E+04  0.739664E+05  B.393472E+85
9.131882E+54  0.249337E+84 -0.365551E+84 -8.164738E+86  B.B878856E+95
~6.131882E+04 -§.249337E+94  0.365551E+B4 -0.134475E+86  £.711728E+85



4.3 Plane Stress: Static Analysis

Figure 8 (ref. 7) depicts the finite-element model of the symmetric half of a
deep beam subjected to a concentrated load, as shown.

P2
|
1 2 3 4 5 |68
——
| Y
7 | 12
13 | 18
19 | 2
25 - a0
3 | 36
37 | a2
3 | 4
49 J, 54
55 | e0
61 J' 66
62 63 64 65 |
X ¢

Figure 8. Deep beam
example.

Important data parameters —

Young's modulus, E = 30 x 108
Poigson's ratio, u = 0.2
Nodal load, P = 10,000

Beam side length, £ = 20
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STARS input data —

PLANE STRESS CASE - TEZCAN

66,58,1,4,9,1,9,90,9
8,1,2,1,9,9,8

1,9,4,2
$ NODAL DATA
1 g.2 g.9
55 18.8 2.2
61 29 .9 2.9
2 2.9 2.9
62 20.9 2.8
3 g.9 4.9
63 29.9 4.9
4 8.8 6.9
64 20.9 6.9
5 8.8 8.4
65 28.0 8.8
6 n.9 9.9
66 28.9 8.9
$ ELEMENT CONNECTIVITY
2 1 1 7 8 2
2 18 55 61 62 56
2 11 2 8 9 3
2 20 56 62 63 57
2 21 3 9 12 4
2 39 57 63 64 58
2 31 4 19 11 5
2 49 58 64 65 59
2 41 5 11 12 6
2 58 59 65 66 69
$ SHELL ELEMENT THICKNESSES
1 f.1
$ ELEMENT MATERIAL PROPERTIES
1 1

38.9E6
$ NODAL LOAD DATA

6
-1

1

8.2
5000 .9
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v e .
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STARS analysis results —

z
(=]
<
m

bt et e bd et b
SEWN—=ROOANUT WN =

—
o

N s s e
[OWRN

X-DISPL.
9.643804E-92
#.686331E-82
#.736951E-82
9.814826E-92
B.942354E-92
2.135581E-01
B.645125E-92
@.685836E-922
9.735772E-82
A.8l18791E-02
B.944763E-92
#.106295E-01
#.658795E-42
#.683854E-92
@.738459E-02
0.797687E-02
@.877384E-82
#.919536E-42
@.654701E-82
#.675883E-982
B.714184E-82
#.764636E-02
#.812575E-82
#.833486E-92
B.649748E-82
A .659352E-82
#.688814E-982
8.726972E-82
#.759755€E~-92
B.772861E-92
B.631298E-82
#.633246E-02
#.658259E-082
8.691461E-22
8.718585E-02
8.728973E-82
#.596216E-92
#.596853E-92
8.625301E-982
#.661288E-82
#.688B862E-92
#.699099E-02
#.539932E-92
9.548947E-92
B.592653E-02
#.639934E-92
B.678621E-92
2.681496E-92
#.451550E-82
£.489274E-92
#.565929E-02
#.627523E-92
#.662510E-92
#.673927€E-92
B.380994E-92
#.427165E-82
#.557725E-92
#.624712E-92
B.669319E-92
#.671494E-02
9.000080E+08
#.439391E-82
#.554128E-92
#.623057E-982
#.657645E-92
#.668556E-92

Y-DISPL.
#.784168E-03
#.806537E-03
#.882648E-03
#.991451E-083
#.984274E-43
7.090000E+B84
#.339509E-03
#.327585E-93
#.281376E-03
#.135669E-043

-0.202705E-83
J.000800E+08
~9.353817E-04
-9.546589E-04
~#.111159E-083
-9.215918E-93
-9.212967E-983
7.09080800E +09
~0.242513E-03
-94.242862E-983
-9.252697E-#3
~F.249769E-83
-8.171392E-83
g.008000E+08
-9.274906E-03
-#.248456E-93
~9§.219499E-083
-9.181145E-83
-9.198600E-93
9. 008UPPE+BH
~9.176818E~-03
-9.125094E-93
-9.845376E-04
-9.587820E-04
-9.332733E-04
g.00008BE+0%
-9.453016E-06
#.743781E-44
P.104449E-93
#.854564E-94
#.441688E-04
J.000000E+0D
9.206086E-03
9.3083468E-03
#.2949099E-03
#.296152E-93
#.983889E-04
0. POBARGE+DY
#.394997E-93
#.491623E-03
#.394860E-93
#.214191E-83
A.879983E-04
0.000800E+0Y
#.378987E-93
f.504907E-43
#.139993E-03
-0.457609E-96
-8.241771E-@4
0.9D0BRIE+RBD
0 .000000E+88
-9.765803E-93
-#.654399E-93
-9.445999E-93
-9.226519E-903
0.990090E+RQ

Z-DISPL.
2.000000E+90
B.000989E+AQ
B.000000E+IR
4. 00000BE+QQ
2.9800BAE+AY
2.9080068E+00
B.000009E+RR
2.000000E+00
Q.080000E+QQ
0.000800E+0Q
2.008PBQE+DR
B.00BR0IE+RLY
2 .00080BE+BE
2.00080R0E+QQ
0.000800E+0R
D .0RBARYE+QY
2.000QRIE+ER
D.0P0BRBE+0B
D.20BB0AE+QE
2.000808E+0R
2.000009E+0L
2.00008IE+00
D.OORBORE+RD
0.0RBARBE+GY
o .0000PRE+DY
2. 08000RE+QR
2.000000E+30
0.00080908E+RQ
D.GO0QABE+RY
B.000000E+08
2.000000E+QY
Q. ROGRRRE+DR
B .000000E+OQ
B .00000BE+Q0
9.003B0YE+D0B
B.ORRBRBE+RY
0. 000890E+08
2.900090E+0Q
D.00RBIBE+RR
2.0000008E+00
0.000800E+0Q
2.000000E+RD
O.00800BE+0D
D.00ARQIE+QY
2.000000E+90
D.BOPARRE+QD
B.00B800E+HD
2.000000E+RD
9.000B09E+00
2 .008BBPE+DD
B.002RBAE+PY
B .00808AE+PY
B.0090PAE+D0
D.000POIE+DY
q.0000080E+00
0.000000E+R0
B.0080BBE+DD
2.080PRAE+RL
0.000008QE+QD
2.8000080E+A0
B.00000BE+RD
0 .000000E+00
B.000000E+@0
0.000000E+B0
2.000000E+BH
B .URPIBBE+QD

X-ROTN.
2.000000E+89
0. 20PBRIE+QQ
2.082000E+00
2.000000E+0Q
D.0R0RARIE+RA
P.BORBRAE+OD
0 .POBBROE+OQ
0.0000R0E+BN
2.P00000E+QD
2.200080E+Q0
D.O00RRBE+OD
0.00000FE+00
0. 000000E+HB
Q. 00000FE+DE
B.0000RBE+OD
9.000080E+RE
0. D0OIDAE+DG
B.008008E+0Q
O.000080E+00
0. 90000BE+QB
9.P0UN0RE+AR
Q.00000BE+00
2.00800BE+AD
2.008RBBE+RR
2.000000E D
P .00800RE+GD
O.0000PBE+RD
2.000000E+00
2 .900800BE+80
2 .PO0OBAE+RD
J.000FOBE +00
Q. ORRIORE+RR
2.000000E+Q0
Q. O0DIRBE+DG
2. .000F0BE+BF
B .PORARAE+RE
D.00A0POE+RD
0.008A0BE+QD
. 000F0GE+Q0
2.000000E+HY
0.00000BE+RLY
D.0000800E+B0
0.00000BE+RN
Q. 00OPRAE+RY
0.00000QFE+QH
0.900309E+00
Q. 00UBOBE+HR
D.POBIPDE+0D
Q. .088000E+HD
2 .00080BE+A0
2.0000008E+00
2.000000E+4D
0.000000E+80
0.080320E+00
2 .000B00E+0D
D.00000PE+A@
B.0000PBE+AR
0. 20000QE+RY
. 000D BE+RD
B.P00PROE+QH
2.000P0BE+RD
2 .980900RE+A0
D .IRORRBBE+LY
D.00800RE+BY
B . DOIRBRE+EY
D .0ROPRIE+RD

Y-ROTN.
P.0909BBE+BE
2.0000800E+Q8
P.PODE0BE+DE
0.000008E+00
B .000RRRE+RR
0.0809BBE+QR
D.PORABBE+RY
0.2000RRE+DH
0.090000RE+00
0. .PORIBRE+IN
D.DADIBAE+BY
D.ODBABRE+ID
B.90000BE+GP
0.20000QE+00
D.PORTBRE+GH
D.9000BRE+RR
D.0000IRE+RH
0.88000QE+G9
0. BIBOBBE+DD
D.0PBIBAE+98
P.000ARGE+DD
D.0R00RRE +89
D.0000BRAE+0H
D.0000RAE+88
D.ODGADBE+PL
P.020000E+08
0.9000808E+00
0.00000BE+0R
0.00090BE+QR
D.000800E+0D
2.000000E+00
D.08000RE+AY
Q.000000E+08Q
B.P0BABAE+DH
9.000000E +08
0.020BARE+DR
B.00CANBE+DR
2.000003E+00
D.00008QE+00
D.PORIBAE+BD
0.000000E+Q0
0.00000QE+DR
B.0000BAE+LH
0.00000QE+00
D.POBIBAE+QD
D.000IBOE+0H
D.000008BE+OL
D.0B000BE+0Q
D.000BBAE+RY
B.0200BRE+BQ
0.0080BRE+QAR
D.0R0ARBE+DY
B.000000E+0Q
Q.000B0RE+0D
D.00000BE+DQ
D.00000FE+0H
D.0000BRE+PQ
2.000088E+00
2.000000E+0Q
B.O2ARBRE+QY
2.000088E+00
B.0DPIBRRE+DY
0.000008E+0R
D.PIRGRBE+OH
B.0PIRBBE+AL
B .BIDRDRE+B8

2-ROTN.
P.800023E+89
2 .000030E+B2
0 .0000PBE+BR
B.0008RBE+H
0.00R0ARRE~QR
J.00809BE+Q8
O.0BRBRIE+RA
0. ROORADE+DLE
9.200000E+DG
J.00PIBIE+LQ
o OR0FAUE+ Q8
0.000080E+00
7.080880BE+@8
0.P0BFRBE+DR
0.R000RBE+QR
0.2000B0E+BR
0.20PORUE+RD
§.00009BE+09
0.08BOBEE+BB
B.900000E+GR
J.0080800E+90
0 .00BABAE+BR
0.000P30E+08
0.0000B0E+Q8
0.0008000E+00
0. 0000BRE+IR
0.000009E+0Q
P .PI9BYBPE+BR
0.088088E+00
0.9908008E+08
0.0P000BE+00
0.900080E+0Q
0.20000P0E+BL
9 .0000BBE+BP
0.908000E+0R
f.00BBBLE DB
B.000888E+B0
B.POBABBE+AR
P .900ARBE+QR
D .POBYBBE+PE
D.0PAOBOE+BR
J.008000E+B0
D.oP0ABAE DR
A.0800BJE+PL
P.909000E+9L
J.000090BE+08
0 .009PBBE+AP
D.OPBOBDE+BH
9.20000BE+RE
g.09098RE+88
0.000880PE+PD
B.0088BBE+OR
¥.090898BE+H0
2.0000BBE+HY
0.00080PBE+QR
§.080P80E+80
g.000990E+90
D.0080BPE+RL
0. 20800 AE+BQ
O.0200PIE+DH
U.200B00E+Q8
A .0BIABIE+PE
9.080000E+0Q
0 .88898FE+QP
0.000000E+DE
0 .0000BIE+RE

35
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ELEMENT STRESSES

ELEMENT END1 END2 END3 END4
NG.

-

| W @ NN e W N

44
45
46
47
48
49
58

ENDS END6 END7 ENDS

1
7
13
19
25
31
37
43
49
56
2
8
14
28
26
32
38
44
58
56
3
9
15
21
27
33
39
45
51
57
4
19
16
22
28
34
49
46
52
58
5
11
17
23
29
35
41
47
53
59

7
13
19
25
31
37
43
49
55
61

8
14
28
26
32
38
44
54
56
62

9

15
21
27
33
39
45
51
57
63
18
16
22
28
34
48
46
52
58
64
11
17
23
29
36
41
47
53
59
65

8
14
28
26
32
38
44
58
56
62

9
15
21
27
33
39
45
51
57
63
19

16
22
28
34
40
46
52
58
64
11
17
23
29
35
41
47
53
59
65
12
18
24
3g
36
42
48
54
68
66

2
8
14
29
26
32
38
44
14
56
3
9
18
21
27
33
39
45
51
57
4
18
16
22
28
34
42
48
52
58
5
11
17
23
29
35
41
47
53
59
6
12
18
24
38
36
42
48
54
(34

PX1/PX2

SXT

SXX
B.143384E+83
#.239304E+93
~#.348182E+83
~8.163769E+84
~9.335924E+04
-9 .538550E+94
~@.787978BE+04
-8.112623E+85
~#.163355E+05
-8.241927E+85
~9.849132E+82
-8.761663E+03
~8.196668BE+84
~8.324355E+04
-8.431822E+84
~B.538784E+04
~9.625966E+04
-@.691433E+04
-9.621450E+34
-8.425137€+83
~8.472056E+03
-8.185435E+04
-8.398151E+24
~8.485999E+04
~B.506124E+08
~8.492160E+84
-8 .445751E+84
~8.349813E+04
~8.136223E+04
~0.384189E+03
~9.673933E+¢3
-8.680483E+Q4
-9.751821E+94
-9 .6B3325E+94
~§.58375QE+94
~0.ATHABTE+QG4
-9.339649E+94
-9.189863E+04
-P.625687E+83
-9.316193E+82
~8.239134E+85
~9.158184E+05
-8.111853E+95
~9.842533E+0¢
-B.642358E+04
-9 .468073E+24
-8.301527E+94
-8.151628E+94
~F.461787E+83
-8.459945E+82

PY1/PY2

SYT

SYY
B.107816E+23
~2.186143E+83
~9.216837E+83
~9.131780E+83
-8 .B48659E+42
-9.127262E+83
~2.282555E+83
-B.798648E+03
-F.159126E+24
-9.963766E+84
B.207459E+483
-P.922655E+903
-9.892848E+83
-9.505299E+83
-0.342976E+03
~8.532538E+83
8. 1B9959E+04
-9.217278E+04
~9.478548E+04
-9.198628E+04
~@.371183E+23
-8 .224936E+04
~8.156093E+04
~P.662376E+03
-9.531420E+03
~8.93360FE+P3
-8.169963E+04
~8.278233E+04
~§.268085E+04
B.448787E+83
-8.272642E+04
~@.387664E+04
-9.893684E+93
~8.234737E+93
~2.432099E+03
~8.185916E+04
~8.17971BE+&4
~H.213440E+04
~8.124948E+04
9.146181E+84
-8.186444E+85
-8.461348E+82
#.645630E+23
B.414873E+03
-3.220663E+233
~#.101786E+24
~@.167224E+84
-8.170116E+24
-9.571981€+23
B.187182E+04

PZ1/P22
SXYT
szz
~0.260104E+83
-5.687161E+82
#.459592E+93
2.843353E+83
#.185358BE+84
2.125524E+04
8.166297E+04
B.263614E+04
#.514415E+84
0.122654E+85
-8.233322E+93
#.683228E+83
2.161039E+84
9.220386E+94
§.259988E+04
£.288429E+24
2.356589E +04
0.466162E+04
2.572053E+94
0.149334E+84
£.221827€+83
0.212951E+84
#.314191E+04
@.3098726E+94
§.303415E 04
9.320350E +04
0.354638E+84
#.371169E+04
8.255089E+94
#.372647E+93
0.179197E+84
£.554921E+94
£.491277E+84
#.293327E+04
9.248387E+04
0.240206E+84
9.239549E+84
2.207309E+84
§.118445E+04
9.168679E+83
0.129945E+85
#.497836E+94
.210061E+04
9.125923E+84
.969579E+93
9.883437E+83
9.826996E+83
8.664179E+83
2.355761E+83
£.581728E+82

MX1/MX2

SXB

SXY
2.143384E+83
B.239394E+83
-9.348182E+43
~9.163769E+94
-9 .335924E+94
~9.538550E+94
-B.787078E+94
-#.112623E+95
-8.163355E+85
~B.241927E+90%
~P.B49132E+82
-P.761663E+83
~P.196668E+94
~#.324355E+94
-8.431822E+04
-9 .530784E+04
~9.625966E+94
~@.691433E+04
-9.621450E+94
-8.425137E+93
~8.A72056E+83
~9.185435E+24
-8.398151E+@4
~@.485999E+94
-9 .506124E+84
~9.432168E+84
~B . AAS7S1E+@4
-8.348813E+04
-B.136223E+04
~#.304189E+93
-9.673333E+983
-0.688483E+04
~B.751821E+94
-8.683325E+94
-#.583750E+34
~0.470487E+84
-#.339649E+84
-0.189863E+84
~#.625687E+93
-9.316193E+92
~#.239134E+95
~8.158184E+95
-¥.111853E+985
~B.842533E+24
-#.642358E+04
~B.468873E+04
~8.381627E+94
-2.151628E+84
-9.461797E+93
-#.459345E+82

MY1/MY2

SYB

syz
£.107916E+83
-.186143E+93
-8.216837E+93
-8.131789E+03
-9.848659E+02
-9.127262E+03
-#.282555E+03
-8.799640E+83
-9.159126E+84
-#.963766E+94
9.287459E+93
-9.922685E+93
~9.890848E+03
-9.585299E+83
-9.342976E+03
-@.532538E+83
-9.199859E+94
-9.217278E+84
-B.470548E+84
-8.198628E+84
-9.371183E+93
-B.224936E+84
-B.156003E+84
-9.662376E+93
-8.531428E+03
-9.933689E+83
-9.169963E+04
-9.278233E+04
-8.268885E+ 44
9.448787€+93
-8.272642E+84
-8.387664E+84
-@.893684E+83
-8.234737E+93
-9.432899E+93
-9.105916E+94
~@.179718BE+94
-9.213440E+84
-9.124948E+84
§.146181E+84
-8.186444E+95
-9.461348E482
8.645630E+83
B.414873E+93
-8.220669E+03
~#.181786E+84
-9.167224E484
-B.178116E+84
-9.571981E+83
B.187142E+04

MZ1/MZ2
SXYB
SZX
~B.268194E+83
~3.687161E+82
#.459592E+83
#.843353E+83
P.195358E+94
P.125524E+04
B.166297E+04
J.263614E+84
B.514415E+04
B.122654E+0S
~§.233322E+03
2.583228BE+023
8.161039E+04
§.228386E+84
#.250988E+94
#.288429E+24
#.356589E+84
B.466162E+94
#.572053E+94
@.143334E+24
£.221827€+93
B.212951E+984
2.314191E+94
B.388726E+984
#.323415E+94
B.320350E+94
#.354638E+94
B.371169E+94
¥.255089E+04
B.372647E+83
8.179187E+84
B.554921E+94
D.4D1277E+84
B.293327E+04
B.248987E+04
B.248206E+84
B.23S549E+84
B.287309E+84
2.118445E+94
#.168679E+93
B.129045E+85
B.4978B36E+04
D.210861E+04
B.125923E+24
2.969579E+23
8.883437E+93
#.826896E+83
B.664179E+93
#.355761E+83
#.581728E+82



4.

A square cantilever plate was analyzed to yield the natural frequencies and
Figure 9 depicts the plate with a 4 x 4 finite-element

associated mode shapes.

4 Plate Bending: Vibration Anaylsis

mesh, the bottom edge along the x-axis being clamped.

Y
st
21 22 23 24 25
16 17 18 19 20
10
T 12 13 14 15
6 7 8 9 10
1 2 "~ & 5
>
b4 2R

Figure 9. Square cantilever

plate.

Important data parameters -

Young's modulus,
Side length, £

Plate thickness,
Poisson's ratio,
Mass density, p

E = 10 x 106
= 10

t = 0.1

H = 0.3

0.259 x 10~3
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STARS input data —

SQUARE 4-BY-4 PLATE
25,16,1,4,9,1,9,9,9
1,1,2,1,8,9.98

9.,8,9,2
1,6,9,60090.9,8.8,9
$ NODAL DATA
1 -5.9 p.8 2.9 1
5 5.9 7.9 g.9 1
6 -5.9 2.5 8.9 9
19 5.0 2.5 9.8 2
11 -5.9 5.9 B.g 2
15 5.9 5.0 g.9 g
16 -5.8 7.5 0.0 )
28 5.9 7.5 9.9 )
21 -5.8 10.9 9.9 '}
25 5.9 19.9 8.9 2
$ ELEMENT CONNECTIVITY
2 1 1 2 7 6 2 9
2 4 4 5 19 9 q 2
2 5 6 7 12 11 g 9
2 8 9 19 15 14 2 g
2 9 11 12 17 16 ') g
2 12 14 15 20 19 g ]
2 13 16 17 22 21 ) ]
2 16 19 25 24 ] ')

28
$ SHELL ELEMENT THICKNESSES
1
$ ELEMENT

1

8.1

1.8E+87 0.39

NON-SPINNING STRUCTURE

MATERIAL PROPERTIES
1

9.8 @.259E-3

3 1 1 1 1 2
l 1 1 1 1 1
g 2 ) g ) )
g 8 4 ') ) |
g 9 9 ') ) 8
4 2 a ) ) 1
2 2 I} ) ) )
') ) ) s 2 1
' { 2 2 ) 2 )
a4 2 a g ) 1
q 2 1 1 ') g
') 2 1 1 2 9
'] 'l 1 1 g ')
) 2 1 1 g 4
) ) 1 1 o g
9 9 1 1 g ']
) ) 1 1 ) ')
9 4 1 1 g 4

STARS output summary — The output summary is presented in table 5.

TABLE 5. - NATURAL FREQUENCIES OF A SQUARE CANTILEVER PLATE

Natural frequency Nondimensional parameter,
Mode number
w, rad/sec Y = wlszt/D

1 213.47 3.59

2 528.06 8.88

3 1217.10 20.47

4 1559.30 26.22

5 1806.30 30.38
Note: D = plate flexural rigidity

= Bt3/12(1-12)

Snnunban



4.5 General Shell: Vibration Analysis

A circular cylindrical shell is shown in figure 10 in which quadrilateral shell
elements are used for structural discretization to perform a free-vibration
analysis.

Figure 10. Finite element model of a
cylindrical shell.

Important data parameters —

Side length, a, b = 10

Radius, r = 20

Thickness, t = 0.1

Young's modulus, E = 29.5 x 10°
Poisson's ratio, u = 0.3

Mass density, p = 0.733 x 10~3
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STARS input data —

FREE-VIB

CURVED SHELL

-BY- 8

8

2

2
+0,900608.9.8.9,8
ODAL DATA

1
- §
6
N

R/ BRAERaR RN RR—

AR RN RN AN RN RN RN

e RRm R R AN RN~ R®

R AN~ R AR~ AR AR R NR—R®

R AR NN IR RN

RN ER-ER R~ RN RN R R

~ RN E RN R R R R R

VT LTTOOOVWVOOMMNMOUVIOCOCOTTYTRRNR
S T DWW M T NNNIMOM NNt et DD ¢ o o
BDEENSSNNNNODOOEO@EOOOONNNNSNNRS R
IO NNRNWMWOONNDOVOMMOMm
RSNV BLLNNNS RN
OO LIRONMMMANONO <~ 00D
222%%&555566555&&%222
.« . S e e s s s e e s o s
[ R annaannEm® o
VRV VDOLLOVLOVRRRVLLLLOLLDRDR
CEEEREEE oF W2V I oV IR L L L Y TN ¢ o e PPN s e .
MWE ¢ ¢ cNOA » « sLOWOW » ¢+ sPPP s o R~ X %
vt mmm [Y-JU.JV.] €0 00 00 et =t ~—t
VRNV DAIROR
o2.o2.o2..2. N ¢ o\ o o o o N} o o\ o
R AR can oo -ER R CERR D RN N
-y v -y — —r—t gy —t =t 4 -4 vt d — )
SN =~ ORI DOIWMNOWWN LD M DN —
N S NNNNIOMS DWW WOWWOWNSNND

$ ELEMENT CONNECTIVITY

Ll Kl R R R R e R R R R R I

R R R R R e R R )

R RRC R R R FURCR R R SRR R

Shnantuannynnee®

SoannbayonDnnnanm

TannsannynannnEeN

|VNOWOVOWNTOVUMIONS — MW
S A NN MDD N MO
0
OV WL N <O MLD N <t — ()
A NNANMMOSESDWDWOWNNDON
w
=
NO—ORNNWVONNTOMDNQ
S NNNMO ST WO -
=
-
—~ OV WO OO N —
e NANMMSE DO ONZ
w
m
—HOOWUNYINNRN —~ONWVUN<
e NN Mt O W
-
-l
NONNNNNNNNN NN NN NN W
x
[ %]
@

g.1
$ ELEMENT MATERIAL PROPERTIES

1

1

1

§.2950E+9BP . 300BE+0BY . APBPE+G9H . 7332E-93
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STARS output summary — The output summary is presented in table 6.

TABLE 6. - NATURAL FREQUENCIES OF A CYLINDRICAL CANTILEVER SHELL

Natural frequencies Nondimensional parameter,
Mode number w, rad/sec y = wa%/EE75
1 702.1363 10.60
2 1117.6793 16.99
3 1936.3007 30.65
4 2765.2993 42.23
5 3045.5002 47.68
6 3901.2104 65.45

4.6 General Solid: Vibration Analysis

A cube idealized by hexahedral solid elements is shown in figure 11. The nodes
lying in the X-Y plane are assumed to be fixed. Details of the natural frequency
analysis of the cube are presented herein.

- e = —fe -

Y]
4

/
/
Y

X

Figure 11. Cube
discretized by
hexahedral ele-

ments.
Important data highlights —
Side length, 2 = 10
Young's modulus, E = 10 x 10
Poisson's ratio, U = 0.3
Mass density, p = 2.349 x 10~"

1
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STARS input data —

HEXAHEDRON CASE - 2 BY 2
27,8,1,4,9,0,0,9,8

1,1,2,1,9,0,4

a9.,9,8,2
1,6,0,150008.9,9.9,9
$ NODAL DATA
1 8.9 3.9 28.8 1 1
2 5.0 00.0 oy.a 1 1
3 19.9 029.9 23.9 1 1
4 19.8 5.9 28.9 1 1
5 19.2 12.8 00.9 1 1
6 5.0 19.8 o9.8 1 1
7 2.8 12.9 Y .8 1 1
8 20 .0 5.8 9.8 1 1
9 5.0 5.0 Q.9 1 1
19 9.9 8.9 5.9
11 5.0 28.9 5.8
12 18.8 09.85 5.0
13 19.90 5.0 5.0
14 i9.9 19.9 5.9
15 5.0 18.9 5.9
16 0a.9 19.8 5.8
17 9.8 5.9 5.0
18 5.8 5.8 5.8
19 9.8 29.0 18.9
29 5.9 2B .8 1.9
21 19.9 o0 19.0
22 19.9 5.0 190.8
23 19.9 19.98 19.8
24 5.8 1.8 19.9
25 Ba.9g 19.90 15.9
26 29.0 5.8 19.9
27 5.0 5.9 19.9
$ ELEMENT CONNECTIVITY
4 1 1 2 9 8 19 11 18
4 2 2 3 4 9 11 12 13
4 3 9 4 5 6 18 13 14
4 4 8 9 6 7 17 18 15
4 5 12 11 18 17 19 20 27
4 6 11 12 13 18 20 21 22
4 7 18 13 14 15 27 22 23
4 8 17 18 15 16 26 27 24
$ ELEMENT MATERIAL PROPERTIES
1 1
1.8E+7 2.3 .8 2.349E-4

-t et bt et s e et ek

17
18
15
16
26
27
24
25

Ll i e e i S T T D Y
Ph Pt bt et Bk et Bt et Bmh ek pt Gk s b bt bt d bt bt ek o fot pod b ek paa et
Gt G et bt bt bt Bt et md bt et Pt Pt Pb b et Bk bt b et foeb bk Bb Gt b et b

- bk et s

STARS output summary - The output summary is presented in table 7.

TABLE 7. - NATURAL FREQUENCIES OF A SOLID CUBE (2 x 2 MESH)

Mode number

Natural frequency parameter

Exact solution

A

@ = w/(E/p)V/2, rad/sec ®
1 0.07378 0.06801
2 0.07378 0.06801
3 0.09994 0.09288
4 0.1695 0.1611
5 0.21001 0.1819
6 0.21001 0.1819




A cantilever beam spinning about the Y-axis is shown in fiqure 12.

4.7 Spinning Cantilever Beam:

IY
oy
21 2

2 3 4 5

e~

[ X-
[ X7-]
-t
o

Vibration Analysis

3 -

! L=101

Figure 12. Spinning cantilever beam.

Important data — The structure is assumed to possess both viscous and structural

damping.

Young's modulus, E
Cross—-sectional area, A
Moment of inertia:

About Y-axis

About Z-axis
Element length, £
Nodal translational mass
Nodal mass moment of inertia
Scalar viscous damping
Structural damping coefficient
Spin rate, Hz

30 x 10°
1.0

1/12
1/24

6

1

1/35
0.628318
0.01

0.1
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STARS input data —

SPINNING CANTILEVER BEAM - 1% ELEMENT IDEALIZATION - VISC AND STRUCT DAMPING
12,19,1,4,1,9,0.0,9
5,1,4,1,0,8,9
#7,1,1,2
1,6,0,509.,9.,8
8.91
$ NODAL DATA
1 2.9 Q.9 8.2 1 1 1 1 1 1
2 6.8 g.9 p.@ 2 b ) 2 2 9 8
3 12.9 2.9 2.0 4 ) q 2 q ')
4 18.9 8.4 B.o ) ) ') 2 q )
5 24.9 b.g 2.9 ) ) ) 2 g g
6 39.0 a.y 5.9 g ) g ) g 'f
7 36.4 p.p ) 7 ) g 2 ) )
8 42.9 g.7 p.a a 2 ) | 7 8
9 48.4 a.9 0.9 ) 2 yi) ) 4 g
19 54.0 2.7 2.9 I ) g 9 2 g
11 69.9 .9 a.9 a ) g 2 4 ']
12 25.% 15.9 0.7 1 1 1 1 1 1
$ ELEMENT CONNECTIVITY
1 1 1 2 12 2 g ) 2 ) 1 ) ) 1
1 19 14 11 12 ) ) ) 4 ') 1 1 4 9 1
$ LINE ELEMENT BASIC PROPERTIES
1 1.8 @.125099.0833333309.04166667
$ ELEMENT MATERIAL PROPERTIES
1 1
39.9E+PF6 #.39
$ ELEMENT SPIN RATE DATA
1 .9 ©.628318 2.9
$ NODAL MASS DATA
2 1 1.9 3
3 1 1.8 3
4 1 1.9 3
5 1 1.9 3
6 1 1.9 3
7 1 1.4 3
8 1 1.9 3
9 1 1.9 3
19 1 1.9 3
11 1 1.9 3
2 4 §.9285714 6
3 4 B.0285714 6
4 4 £.8285714 6
5 4 4.9285714 6
6 4 4.8285714 6
7 4 §.9285714 6
8 4 9.P285714 6
9 4 9.9285714 6
19 4 9.08285714 6
11 4 B.9285714 6

-1

$ VISCOUS DAMPING DATA

B.HﬂﬂﬂE+Eﬂﬂ.BﬂE§E+Bﬂﬂ.ﬂﬂﬂﬂE+ﬁﬁ5.ﬂﬂﬂBE+ﬂﬂﬂ.ZﬂﬂﬂE*ﬂﬂﬁ.ﬂﬂBﬂE+ﬁﬁ
B.5283185HB.628318593.62831855ﬂ.6283183ﬂ0.628318$ﬂﬁ.62831856
B.628318!55.628318350.628318ﬂﬂﬁ.62831830ﬂ.628318ﬂﬂ5.628318ﬂﬂ
B.628318585.628318505.6283185ﬂﬂ.628318ﬂﬁﬂ.628318ﬁﬂﬁ.6283185$
5.6283185ﬂﬂ.628318ﬂﬂﬂ.62831805ﬂ.628318560.6283185ﬁﬂ.6283182ﬂ
9.628318090.628318000.62831880%.628318009_628318080.62831847
ﬂ.52831853H.8283183ﬂﬂ.6283185ﬂﬂ.8283185“3.6283182ﬂﬂ.52831855
ﬂ.6283185ﬂﬂ.628318035.62831853ﬂ.628318555.6283183ﬂ5.628318ﬂ5
ﬂ.628318555.628318033.628318535.628318533.628318535.628318ﬂ0
B.628318335.628318555.628318550.62831803ﬂ.628318355.628318ﬁﬂ
ﬁ.628318065.628318353.6283185ﬂﬁ.628318ﬂ03.628318566.628318BB
B.HﬂﬂﬂE*Dﬂﬂ.HBEBE+E££.EEZEE+5$9.BﬂﬂﬂE+ﬂﬂﬂ.ﬂﬂﬁﬂE*ﬂﬂﬂ.ﬂﬂﬂﬁE+ﬂﬂ



STARS output summary — The output summary is presented in table 8.

TABLE 8. - SPINNING CANTILEVER BEAM
Structure without Structure with Structure with viscous
Mode damping viscous damping and structural damping
(IPROB = 2) (IPROB = 4) (IPROB = 5)
1 2.4319 -0.3093 + 2.3919i* -0.3194 *+ 2.3868i%
2 3.4379 -0.3119 * 3.4093i* -0.3277 + 3.4041i%
3 15.3113 -0.3167 t 15.3048i" -0.3918 * 15.2935i%
4 21.6549 -0.3166 * 21.6502i* -0.4246 * 21.6438i*
5 43.0587 -0.3202 * 43.0563i* -0.5322 + 43.0820i%
6 60.8850 -0.3202 * 60.8833i% ~0.6243 * 60.8726i"
Note: Natural frequencies for various problem types for a spin rate Q

= 0.1 Hz (0.6283 rad/sec) (i*

The cantilever plate model described in section 4.4 is chosen for this sample

problem.

1 . . .
Wy being the first natural frequency of vibration of the nonrotating plate. Table 9

provides the first few natural frequencies of the plate in nondimensional form,

4.8 Spinning Cantilever Plate:

being the natural frequencies.
free-vibration analysis of the plate rotating along an arbitrary axis, the spin rate

being {lg = O.B*m;, with components Qy = Qy = Q, = 0.8w;/¢§j

-/4)

Vibration Analysis

The plate is spun along the Z-axis with a uniform spin rate Rg = 0.8*mN

Also presented in the table are the results of the
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STARS input data —

SQUARE 4-BY-4 PLATE

25,16,1,4,0,1,

2.1.‘,1,3'5,5

8,8,1,
1,6,0,6008.9.8.9,0
$ NODAL DATA

1

5

6
19
11
15
16
29
21
25

5.
$ ELEMENT CONN

NNNNNDNDNN

16
$ SHELL ELEME
1 8

2

O 0O N 0=

12
13

5.9 g.9 g.9
5.0 8.9 g.9
5.4 2.5 0.9
5.0 2.5 8.9
5.9 5.9 0.9
5.9 5.4 2.9
5.8 7.5 g.9
5.9 7.5 2.0
5.9 19.9 9.0
4 19.9 g.9
ECTIVITY
1 2 7 6 g
4 5 19 9 )
6 7 12 11 g
9 18 15 14 2
11 12 17 16 g
14 15 2P 19 2
16 17 22 21 7
19 20 25 24 7
NT THICKNESSES
1

p,9.8

SPINNING STRUCTURE

$ ELEMENT MATéRIAL PROPERTIES
1 1
1.0E+87

$ ELEMENT SPIN
1 ]

.9

p.39
RATE DATA

R nR SRR RRe—-

#.9 £.259E-3

o.8 178.86

1 1 1 1 1 g
1 1 1 1 1 i
) b ) 9 ') ) i)
g 4 ) 2 2 1
g i 2 ) g g
2 2 ) ) '§ 1
) i) 2 ) ) ')
g ] 9 ) ') 1
| 2 ) 2 ) 2
) g ) 4 '] 1
) '} 1 1 g )
2 2 1 1 q 2
') 2 1 1 g g
) 2 1 1 ) 2
) ') 1 1 g -}
") 2 1 1 )| 2
) ) 1 1 g )
2 ) 1 1 ) ]

STARS output summary — The output summary is presented in table 9.

TABLE 9. - NATURAL FREQUENCY PARAMETERS OF A
SPINNING SQUARE CANTILEVER PLATE

Natural frequency of parameter Yy = mlzvﬁt/D

Mode number Qy = O.Sw;, Qg = 170.86 rad/sec,
170.86 rad/sec Qx = Qy = Qz = 98.65 rad/sec
1 10.6103 7.4377
2 16.4093 13.4362
3 29.5585 26.4286
4 32.9242 30.3492
5 39.2103 36.1341
6 58.3640 56.2620

Dok ks Pt Pod Pt pd et et



4.9 Helicopter Structure: Vibration Analysis

A coupled helicopter rotor-fuselage system is shown in figure 13 (ref. 8), along
with relevant stiffness and mass distributions, which are suitably approximated for
the discrete-element modeling of the structure. Numerical free-vibration analysis
was performed for the structure with the rotor spinning at 10 rad/sec (Ry = 10);

such results are presented in table 10, along with the results for the corresponding
nonspinning case.

Point mass (node 6)= 16.0 siug

Y
ba,

- Fuselage
6 |
1 2 3 4 5 7 8 9 10 1 12 ya

—_———y —t :i g
Hub K Rotor % gl

Fuselage g

R AN ¢ 8

I ————t—t+— > X
12 13 14 15 16 17 18 19 20 21 22

‘ /-Rotor

(a) Discrete element model. 0-20 -10 0 10 20
Length, ft

(b) Structural mass
distribution.

16 x 108

[~
e 12}
2
g 8 /-Fuselaoo
s
R

/-Rotor

0 -20 -10 0 10 20
Length, ft

(c) Structural stiffness
distributions.

Figure 13. Coupled helicopter rotor-fuselage system.
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STARS input data —

23,21,6,4,2,9,9.,9.,9
2,9,4,1,8,8,0
#,1.1,2
1,12,9,208.9,90.9,8
$ NODAL DATA
1 -25.9 1.9
5 -5.4 1.9
6 9.9 1.8
11 25.9 1.9
12 -20.0 2.8
22 20.9 g.9
23 16.9 g.5
$ ELEMENT CONNECTIVITY
1 1 1 2 23
1 12 18 11 23
1 11 12 13 23
1 12 13 14 23
1 13 14 15 23
1 14 15 16 23
1 15 16 17 23
1 16 17 18 23
1 17 18 19 23
1 18 19 29 23
1 19 20 21 23
1 20 21 22 23
1

17
$ LINE ELEMENT BASIC PROPERTIES
1

2 169.0 1.9
$ ELEMENT MATERIAL PROPERTIES
1 1

21

2.PEB5
2 1
1.53E86

3

1

3.45E06
4 1
7.29E86
S 1
11.39E86

6

1

1.9E98 8.3
$ ELEMENT SPIN RATE DATA

1

$ NODAL MASS DATA

6
6
6
-1

1
2
3

6

8.8

1
1
1

8.3
2.3
#.3
9.3
2.3

a0
aRw

1.9

19.9

9.8
b8
2.8
0.2
0.9
2.0
9.9
4 B
) 4
2 )
) )
'} 2
9 2
2 )
] )
] 4
2 2
) 2
) 14
)4 2
E
4
-9

—
.

5.9
8.9
8.9
.9
2.9
a.9
8.9

~oRnanny

RECECRCERR R ROR R R R )

2.3
1.23
1.23
16.0
16.2

.9

bt

~Rannan

N sannannnmanam

et ok et ok et et Bt

SnnaannnwneN

Pt e et et ek ek et

ANNWRUTAERWNN -~

Pt et ek e et ok et
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STARS output summary — The output summary is presented in table 10.

TABLE 10. — NATURAL FREQUENCIES OF A HELICOPTER STRUCTURE

Natural frequencies, spin rates
Mode number Mode shape
QY:O QY=1O
1,2,3 0 0 Rigid body
4 4,645 11.83 Rotor 1st antisymmetric bending
5 5.093 11,90 Rotor 1st symmetric bending
6 23,088 23,19 Fuselage 1st bending
7 27.93 36.98 Rotor 2nd antisymmetric bending
8 28,22 38,16 Rotor 2nd symmetric bending
9 38.40 39,29 Rotor 3rd antisymmetric bending

4.10 Rocket Structure:

Dynamic Response Analysis

A rocket is simply idealized by two line elements, as shown in figure 14

(ref. 4), which is subjected to a pulse

the dynamic response analysis follow.

1X

3

- 1

"o
P, =P,0)

(a) Rocket
structure.

loading function at the base. Results of

Py 4

t t

(b) Pulse
loading.

Figure 14. Rocket subjected to dynamic loading.

Important data parameters — Arbitrary element and material properties data are
assumed for the analysis to correlate results with available ones expressed in para-

metric form.

Young's modulus, E

Poisson's ratio, U

Area of cross-section, A

Mass density, p

Length of an element, %

Pulse load intensity, Py

Duration of load, sec

Total time period for
response evaluation

1}
—_ O e a0 O
L]
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STARS input data —

DYNAMIC RESPONSE CASE - PRZEMIENIECKI
4,2,1,4,1,8,0,0,9
1,1,2,9,1,8,9
8.,9,9,2
1,3,0,20.8,8.9.9
g,1,1,2
$ NODAL DATA

1 2.2 9.9 2.8

2 5.9 2.9 .9

3 19.8 8.9 9.9

4 5.9 5.9 g.9
$ ELEMENT CONNECTIVITY

1 1 1 2 4 E 2

1 2 3 4 q
$ LINE ELEMENT BASIC PROPERTIES

1. g.9 .g

$ ELEMENT MATERIAL PROPERTIES

1 1

198.9 2.3 2.4 1.
$ DYNAMIC NODAL FORCE DATA
1.8

1 1 1.9

-1
$ INCREMENTAL TIME DATA FOR DYNAMIC RESPONSE ANALYSIS

2.19
g.20 5

—~naw

— et pt s

— b s

——

et e

— s s fms



STARS analysis results at typical time-steps —

DYNAMIC RESPONSE AT TIME

X-DISPL.

1 P.744680E+99
2 £.194953E+09
3 -@.139465E+09
4 B.O0ODORE+BY

ELEMENT STRESSES

ELEMENT END! END2 END3 END4
NO
ENDS END6 END7 ENDS
1 1 2

2 2 3

=0.7908E+88

Y-DISPL. Z-DISPL. X-ROTN. Y-ROTN.
D.PPBEBRE+RN U .PPODPVE+GE O .P0PPPRE+EE O .BIBBAPE+LR
B.000000E+RR O .B000BVE+RY @ .Q00000E+B0 O.B00000E+9P
D.OBOBARE+BD 0 .00QFPPE+AN 0 .0900PPE+00 O.F00000E+00
B.0000B0E+AE O .900000E+RY ©.BOB0IBE+HT & .BOO0IOE DD
PX1/PX2 PY1/PY2 PZ1/P22 MX1/MX2 MY1/MY2
SXT SYT SXYT SXB SYB
SXX Syy S22 SXY SYz

#.811733E+01
-9.811733E+#1

#.498461E+81

F.000BBRE+D8
2. 00BB00E+0E

2.998800E+99

DYNAMIC RESPONSE AT TIME =9.1289E+Q1

NODE X-DISPL.
1 B.187008E+91
2 J.664217E+980
3 B.414986E+09
4 2.00080BE+PB

ELEMENT STRESSES

ELEMENT ENDI END2 END3 END4
NO.
ENDS END6 END7 ENDB
1 1 2

2 2 3

B.RA8ARBE+BR
2.900088E+08

0. 08800BE+RD

2. 000000E+P8
2.000000E+08

0.008000E+88

B.8I0FBIE+AP
B .090BOIE+BP

8.800009E+P0

Z-ROTN.

P .PROGRRE+DD
0.000000E+90
O.0000RBE+QHB
D .000000E+RQ

MZ1/MZ2
SXYB
SZX

2.0900080E+90
B.088880E+98

0.008830E+89

-8.498461E+01  £.000000E+20  ©.20080PE+00  0.000PPPE+0Y  0.9PPRE+8  B.0900BEBE+88
Y-DISPL. Z-DISPL. X-ROTN, Y-ROTN. Z-ROTN.
8.0B0000E+RBE 0 .ORGTAAE+BD 0. .0UOCFAE+88 0.PPDIPVE+QS 0 .PPPPBPE+0H
8.BUOIRRE+PE B .BUIIABE+BD 0 .PFARGHE+LE 0.000PBBE+GY 0.PPPLPPE+AH
0.009000E+08 B .000CH0E+00 O.000FGCE+00 U.O000B0E+00 O .0000F0E+00
8.000000E+00 0 .000FG0E+00 0. BUCABOE+0D U.IFPOIVE+PS B .POFOBPE+HY
PX1/PX2 PY1/PY2 PZ1/P22 MX1/MX2 MY1/MY2 MZ1/MZ2
SXT SYT SXYT SXe SY8 SXY8
SXX syy szz SXY svz SZX
#.199945E+62  9.09000PE+00  0.0000I0E+HE  0.0PPOUAE+PS  B.09PICBE+OF  B.00EF0GE+S8

~@.199945E+82

#.668836E+21
-9.668836E+£1

D . DEIBAHE+DE

2. 98BABIE+BY
B.POIBRAE+D0

B.02BA9BE+QE

8.9008AYE+08
B.900039E+28

#.08090BE+08

8.00090IE+0Q
8.000900E+Q8

D.BOBORRE+RY

0.0008BAE+HD
B.0008B0E+00

8.008990E+09

B.98809BE«A0
2 .988000E+88
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4.11 Plate, Beam, and Truss Structures: Buckling Analysis

A buckling analysis was performed for a simply supported square plate model,
described in section 4.4, subjected to a uniform unit stress acting along the two
edges parallel to the y-axis; relevant input data and analysis results are as
follows.

STARS input data —

SQUARE 4-BY-4 PLATE - BUCKLING ANALYSIS
25,16,1,4,0,1,9,0.,9
9,1,2,1,9,9,8

1,9,9,2
1,1,9,20000.9,8.9,8
$ NODAL DATA
1 -5.90 2.9 2.4 o 1 1 g -4 1 2
2 -2.58 8.9 8.8 1 1 1 ) 1) 1
4 2.50 2.8 0.0 1 1 1 ) ) 1 1
5 S5.08 9.9 2.9 ) 1 1 ) 1] 1 )
6 -5.00 2.59 2.9 2 1 1 2 9 1 aq
7 -2.50 2.59 0.8 2 g 2 ) 2 1
9 2.59 2.58 B.2 4 g ) ) 2 1 1
19 5.008 2.50 .9 ) 1 1 4 4 1
11 -5.08 5.90 0.9 ) 1 1 ) ) 1 )
12 -2.50 5.08 2.9 2 ') ) 2 ) 1
14 2.590 5.00 2.0 4 ) 2 ) ] 1 1
15 5.989 5.00 2.9 2 1 1 2 ) 1
16 -5.90 7.50 8.9 2 1 1 2 ) 1 "
17 -2.50 7.59 B.9 2 2 2 ) 2 1
19 2.50 7.59 8.9 '] ) 2] 2 ) 1 1
28 5.00 7.58 g.8 124 1 1 ) ) 1
21 ~-5.00 190.20 2.9 g 1 1 2 ) 1 g
22 -2.59 19.99 8.9 1 1 1 'l 2 1
24 2.54 19.00 .9 1 1 1 2 2 1 1
25 5.00 19.009 2.9 ) 1 1 a 2 1
$ ELEMENT CONNECTIVITY
2 1 1 2 7 6 a ) 2 b4 1 1 2 g 8
2 4 4 5 19 9 2 2 2 ') 1 1 ] 2 '} 1
2 5 6 7 12 11 )4 2 g @ 1 1 g 2 ]
2 8 9 19 15 14 ) 2 a 2 1 1 a ) ) 1
2 9 11 12 17 16 2 ) ) ) 1 1 2 2 4
2 12 14 15 29 19 2 ) q 2 1 1 2 2 2 1
2 13 16 17 22 21 ] 2 %) 2 1 1 2 2 g
2 19 24 ) 2 g 2 1 1 ) g g 1

16 29 258
$ SHELL ELEMENT THICKNESSES
1 g.1
$ ELEMENT MATERIAL PROPERTIES
1

1.8E+87 2.30
$ NODAL LOAD DATA

1 1 .125
6 1 . 250
11 1 .250
16 1 .258
21 1 . 125
5 1 -.125
19 1 -.259
15 1 -.259
28 1 -.250
25 1 -.125
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STARS analytical results - The analytical results are presented in table 11.

TABLE 11. - CRITICAL LOAD OF A SIMPLY
SUPPORTED SQUARE PLATE

Buckling load parameter

Mode number ) Analytical
STARS solution .

solution

1 361.6305 361.5240

The cantilever beam defined in section 4.7 is the subject of the buckling
analysis; the relevant details are given below.

STARS input data —

CANTILEVER BEAM - 1@ ELEMENT IDEALIZATION - BUCKLING ANALYSIS
12,19,1,4,1,90,9,9,8

9,1,2,1,8,98,08

1,#,8,2

1,1,98,12089. .9..,9%

$ NODAL DATA

1 2.4 .2 B.8 1 1 1 1 1 1
2 6.8 .7 2.8 2 ) 1 1 1 g
3 12.9 .8 9.9 a ) 1 i 1 ]
4 18.9 o.9 2.9 2 2 1 1 1 )
5 24.8 8.2 2.9 2 2 1 1 1 8
6 30.8 g.2 2.9 2 g 1 1 1 2
7 36.9 p.g .o ] a 1 1 1 ]
8 42.9 g.2 8.8 ) ) 1 1 1 a
9 48.9 5.8 2.9 ) ) 1 1 1 )
18 54.8 8.8 .2 2 g 1 1 1 )
11 68.4 g.4 0.9 ) 1 1 1 1 2
12 25.9 15.¢ 0.4 1 1 1 1 1 1
$ ELEMENT CONNECTIVITY
1 1 1 2 12 ) 2 a 2 2 1 1 ) g 1 g
1 19 19 11 12 2 g ) 2 2 1 1 2 ) 1 1
$ LINE ELEMENT BASIC PROPERTIES
1 1.0 #.125 ©9.983333 g.041667

$ ELEMENT MATERIAL PROPERTIES
1 1

38.0E+06 2.30
$ NODAL LOAD DATA
11 1 -1.9

-1

STARS analytical results — The analytical results are presented in table 12.

TABLE 12. = CRITICAL LOAD OF A CANTILEVER BEAM

Buckling load parameter

Mode number Analytical

solution

1 7011.2935 7010.4223

STARS solution




A simple truss (fig. 15) (ref. 4) is also analyzed to determine the critical
loads. The associated input data and analytical results are given below.

-~ L —»x
N W

Pigure 15. Truss
structure.

STARS input data —

PRZ - TRUSS BUCKLING ANALYSIS
4,2,1,4,1,8,8,8,.8
9,1,2,1,9,0,8
1,0,9,2
1,2,0,20008.9,0.08,9
$ NODAL DATA
1 109.8 189.0 2.9 ] ) 1 1 1 1
2 190.4 9.9 8.9 1 1 1 1 1 1
3 2.9 .8 2.8 1 1 1 1 1 1
4 g.0 50.9 2.9 1 1 1 1 1 1
$ ELEMENT CONNECTIVITY
1 1 3 1 4 1 1 ' 2 14 1 1
2 1 2 ) 4 1 1

1 2 1 4
$ LINE ELEMENT BASIC PROPERTIES

1 g.1
$ ELEMENT MATERIAL PROPERTIES
1 1

19.0E03 B.2
$ NODAL LOAD DATA
1 2 -1.9

-1

STARS analysis results — The analytical results are presented in table 13.

TABLE 13. - CRITICAL LOAD OF A SIMPLE TRUSS

Buckling load parameter

Mode number . Analytical
STARS solution solution
1 261.20389 261.20387
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5. SYSTEM DESCRIPTION

To log on to the system, the relevant procedure is dependent on the type of com-
puter in which the program is residing. Thus as an example, if the user wishes to
activate the program on the HMC (Harvey Mudd College) VAX 11 computing system, the
user name KGUPTA and the current password have to be utilized to gain admittance to
the main system. Once logged in, the user is placed immediately in the [KGUPTA]
directory. At the same time, the file LOGIN.COM is automatically activated, ena-
bling utilization of useful commands such as copying and deleting files and moving
from one subdirectory to another. The [KGUPTA] directory lists all STARS subdirec-
tories, the five major ones being MAINIB, EIGSOL, RESPONSE, OBJECT, and EXE.
Details of these subdirectories, as well as other relevant information, are given
next; the definition of various parameters can be found in section 3.

5.1 MAINIB Subdirectory

The MAINIB subdirectory contains all the subroutines (source codes) that form
the input module. A brief description of these subroutines is given here.

ADMAT adds submatrices to form stiffness matrix of shell elements
ASEMBL assembles various element matrices in GCS

BANMIN minimizes bandwidth of system matrices by nodal renumbering
BLOCK1 rewrites system matrices in predetermined block format in real

single precision data

BLOCK2 as in BLOCK1 with data in real double precision

BLOCK3 as in BLOCK! with data in complex single precision

BLOCK4 as in BLOCK1 with data in complex double precision

BLOCKX calls BLOCK1 through BLOCK4 depending on type of data precision
required

CFV a general routine to compute centrifugal force vector in GCS for

various elements owing to spin

COMFILE common statement which passes files NTK (stiffness matrix), NTMS
(inertia matrix), etc.

COMPMIB command file which compiles an individual subroutine in MAINIB
subdirectory
COMRES common statement which passes IDRS, IUV, IDDI, NTTS, TF, and DELT,

etc., pertaining to dynamic responge analysis
CORESIZE sets NAC (available core size) value

CORTS obtains coordinates of triangular shell element in LCS
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DIRCOS

EDINPT

ELIM

GCINPT

GEO

HEXCOR

INP

ISAMAX

LINEK

LINEK4

LINEKG

LINEM

LINEM2

LINEML

LNCCKP

MAINBN

MAINI

MAINIB

MASEM

NASEM

NODCON

NODCOR

computes direction cosine matrix for any general finite element
reads element input data

forms stiffness matrix of a quadrilateral element after eliminating
effect of fifth node at centroid

reads input data defined in GCS
computes basic parameters used by subroutines TPBKG and TPKG
determines vertices of each of six tetrahedrons forming a hexahedron

reads user data input of system matrices and stores in NFILE in
blocks of six rows by M11 (half-bandwidth) columns

a subroutine used in connection with matrix inversion; finds the
index of element having maximum absolute value

forms stiffness matrix, pressure, and temperature load matrices in
LCS for line elements

forms higher-order stiffness matrix in LCS for line elements
forms geometrical stiffness matrix in LCS for line elements
forms mass matrix in LCS for line elements

forms higher-order mass matrix in LCS for line elements

forms lumped mass matrix in LCS for line elements (translational
mass only in GCS)

obtains Cc (Coriolis) and K (centrifugal force) matrices in GCS
converts generated system matrices into predetermined block format

main input link driver, which calls major subroutines to form system
matrices

primary driver program for MAINI and MAINBN
combines 6 X 6 and 9 X 9 matrices into 18 x 18 matrix
performs matrix multiplication

general routine for matrix assembly; places element matrix
(VS(N1, N1)) of arbitrary dimension into system matrix v(6, M11)

effects nodal conversion after bandwidth minimization operations
reads nodal coordinate data at random, sets final data in sequence

generates coordinates of centroid of a guadrilateral element in GCS



QDR

QODRASM

QSHCF

SAXPY

SGEDI

SGEFA

SPINAV

SSCAL

SSWAP

TESM

TETKTP

TPBK

TPBKG

TPLK

TSCTL

TSHCF

TSHK

TSHM

develops quadrilateral element K, Kg, and M matrices

assembles triangular element matrices to form quadrilateral element
matrix in LCS

computes centrifugal forces in a thin quadrilateral shell element
owing to spin about the X-, Y-, and Z-axes in GCS; called by CFV

a subroutine for matrix inversion; effects constant times a vector
plus a vector

a subroutine for matrix inversion; computes the determinant and
inverse of a matrix

a subroutine for matrix inversion; factors a real matrix by Gaussian
elimination

calculates nodal spin rates by averaging such values of connecting
elements

a subroutine for matrix inversion; scales a vector by a constant
a subroutine for matrix inversion; interchanges two vectors

generates triangular element submatrices containing nodal coordinate
data

generates tetrahedron stiffness, temperature, and pressure matrices
in LCS

generates tetrahedron mass matrix in LCS
forms triple matrix product of order 3
generates stiffness matrix for plate bending element

forms geometrical stiffness matrix for triangular plate bending
element

forms geometrical stiffness matrix for triangular plane-stress/
plane-strain element

generates stiffness matrix for plane triangular element

calculates X2, X3, and Y3 coordinate data in LCS for triangular
shell element

computes centrifugal forces in element LCS in a thin triangular
shell element owing to spin in GCS about the X~-, Y-, and Z-axes;
called by CFV

forms trianqular-shell element stiffness matrix

forms mass matrix for triangular-shell element by appropriately
combining corresponding plane-stress and plate-bending elements
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TSHTP

UNIT

VECPRO

WTBR1

WTBR2

WTBR3

WTBR4

generates triangular-shell element temperature and pressure matrices
normalizes a vector

obtains a vector cross product

writes on BR (load etc.) matrix in real single precision

writes on BR matrix in real double precision

writes on BR matrix in complex single precision

writes on BR matrix in complex double precision

5.2 EIGSOL Subdirectory

This subdirectory contains all the subroutines (source codes) that form the
eigenvalue solution and linear simultaneous equation solver module. These subrou-
tines are described below.

BANMAT

BISECN

COMDIMV

COMEIGBIS

COMFIL

COMFILE

COMPEIGS

COMPARM

CORESIZE

EIGNV

EIGSOL

EIGSS

INPUT

MULT

VECMLT

VECTOR

obtains solution of simultaneous equations EX = B, E being either
Hermitian or real symmetric; B is a NC set of vectors, X being
the corresponding solution stored in B

isolates desired first NR roots lying within bound PU, PL

a common statement passing some basic integer variables (NAC, etc.)
passes integer arrays common to both EIGSOL and BISECN routines

a common statement passing files NTK, NTMS, etc.

as in COMFIL, but passing additional files

command file which compiles all subroutines

common statement passing integer variables

sets NAC value

computes number of roots in system smaller than P

main driver routine for this link

main subroutine in EIGSOL

reads and stores matrix data input in block format

forms A1 - XMULT*A2; A1 and A2 are matrices, XMULT being a factor

multiplies two vectors

determines eigenvalue and eigenvector using special inverse itera-
tion scheme



VMULT

VORTHO

The RESPONSE subdirectory contains the subroutines (source code) for the third

multiplies a matrix and a vector

orthogonalizes a set of independent vectors belonging to repeated
roots

5.3 RESPONSE Subdirectory

link of STARS which are listed below.

Ccop

COMPRES

csp

DYNRES

MSNRM

RDP

RESCDP

RESCSP

RESPONSE

RESRDP

RESRSP

RSP

STRESS

reads complex double precision data into BR matrix
command file which compiles all subroutines

reads complex single-precision data into BR matrix
obtains dynamic response using modal superposition
effects mass orthonormalization of eigenvectors
reads real double~precision data into BR matrix

reads all response related data (U0, VO, TZ, F, or A) and converts
them into complex double precision

as in RESCDP with data in complex single precision
main driver for this link

as in RESCDP with data in real double precision

as in RESCDP with data in real single precision
reads real single-precision data into BR matrix

calculates element stresses

5.4 OBJECT Subdirectory

The OBJECT subdirectory contains the following object files and object

libraries.

MAINIB.OBJ EIGSOL.OBJ RESPONSE.OBJ
MAINIB.LRS EIGSOL.LRS RESPONSE.LRS
EIGSOL.LRL RESPONSE. LRL
EIGSOL.LCS RESPONSE.LCS
EIGSOL.LCM RESPONSE.LCM
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Note: The file specification .OBJ indicates an object (coﬁpiled) file of the
relevant primary driver routine, and all other file specifications indicate object
library files, containing compiled versions of the various subroutines.

LRS
LRL
LCS
LCM

real single-precision (ORS) version
real double-precision (ORL) version
complex single-precision (OCS) version
complex double-precision (OCM) version

The library format allows the user to readily identify the location of an object

file. A full 1i

brary documentation follows.

EIGSOL.LRS: BANMAT, BISECN, EIGNV, EIGSS, INPUT, MULT, VECMLT, VECTOR,
VMULT, VORTHO

EIGSOL.LRL: contains (ORL) version of the object files in EIGSOL.LRS

EIGSOL.LCS: contains (OCS) version of the object files in EIGSOL.LRS

EIGSOL.LCM: contains (OCM) version of the object files in EGISOL.LRS

MAINIB.LRS: ADMAT, ASEMBL, BANMIN, BLOCK1, BLOCK2, BLOCK3, BLOCK{4,
BLOCKX, CFV, CORTS, DIRCOS, EDINPT, ELIM, GCINPT, GEO,
HEXCOR, INP, ISAMAX, LINEK, LINEK4, LINEKG, LINEM, LINEM2,
LINEML, LNCCKP, MAINBN, MAINI, MASEM, MMULT, NASEM, NODCON,
NODCOR, QCA, QDR, QDRASM, QSHCF, SAXPY, SGEDI, SGEFA,
SPINAV, SSCAL, SSWAP, TESM, TETKTP, TETM, TMP, TPBK, TPBKG,
TPKG, TPLK, TSCTL, TSHCF, TSHK, TSHM, TSHTP, UNIT, VECPRO,
WTBR1, WTBR2, WIBR3, WIBR4

RESPONSE.LRS: CbP, CSP, DYNRES, MSNRM, RDP, RESCDP, RESCSP, RESRDP, RESRSP,
RSP, STRESS

RESPONSE.LRL: contains (ORL) version of the object files in RESPONSE.LRS

RESPONSE.ICS: contains (OCS) version of the object files in RESPONSE.LRS

RESPONSE.LCM: contains (OCM) version of the object files in RESPONSE.LRS

5.5 EXE Subdirectory

The EXE subdirectory contains the following.

LKEIGSOL.COM

LKMAINIB.COM

LKRES.COM

command file that links EIGSOL and creates EIGSOLRS.EXE,
EIGSOLRL.EXE, EIGSOLCS.EXE, or EIGSOLCM.EXE, depending on

data type

command file that links MAINIB and creates MAINIB.EXE

command file that links RESPONSE and creates RESPRS.EXE,
RESPRL.EXE, RESPCS.EXE, or RESPCM.EXE, depending on data type

The .EXE files created by the above .COM files are stored in the EXE subdirectory.
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5.6 Editing, Compiling, Linking, and Executing STARS

To implement desired modifications in a subroutine in the program, any one of
the edit modes available on the VAX computer (currently there are three: SOS, EDT,
and TECO) may by suitably utilized. Once the editing is complete, all other ver-
sions of the file just edited should be deleted to save storage space and to protect
the current version from deletion. The modified subroutine file is next compiled
suitably.

To compile files resident in the MAINIB subdirectory, the COMPMIB.COM file
(resident in the MAINIB subdirectory) is used. For example, to compile MAINI.FOR,
the following instruction is used,

$ @COMPMIB MAINI

In general, any subroutine in the MAINIB subdirectory can be compiled by activating
the COMPMIB.COM file as shown above; that is:

$ @QCOMPMIB file name

Compilation of subroutines in the EIGSOL subdirectory is done by activating the
COMPEIGS.COM file (found in the EIGSOL subdirectory). To compile subroutine
VORTHO.FOR, for example, the relevant instruction is

$ @COMPEIGS VORTHO ORS, ORL, OCS, or OCM

COMPEIGS.COM will copy corresponding procedure files (procedure files contain
various parameter cards) depending on whether the object is ORS, ORL, OCS, or OCM.
If the same file is compiled more than once, there is no need to recopy all the pro-
cedure files. To avoid copying again, the instruction "GO" is used at the end of
the @COMP command string.

Compilation of routines resident in the RESPONSE subdirectory is done exactly as
in the EGISOL subdirectory except that the COMPRES.COM file is utilized for that
purpose.

After compiling the subroutine, the file must be properly linked so that the
modifications can be incorporated into the new execution file. To link the MAINIB,
EIGSOL, or RESPONSE subroutines, the appropriate command file in the EXECUTN sub-
directory is activated. For example, after having compiled MAINI.FOR, a new
MAINIB.EXE is created by the command,

$ @QLKMAINIB

To link EIGSOL or RESPONSE, either LKEIGSOL or LKRES is activated while indicating
the data type. For instance, for real single-precision data, such commands are as
follows:

$ @LKEIGSOL ORS or $ @LKRES ORS
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To execute or run STARS, the following procedure is adopted:

ASSIGN INPUT.DAT FOR0O05

ASSIGN MAINIB.OUT FOR0O06

RUN EXE:MAINIB

ASSIGN EIGSOL.OUT FOR006

RUN EXE:EIGSOL(RS, RL, CS, or CM)
ASSIGN RESP.OUT FOR006

RUN EXE:RESP(RS, RL, CS, or CM)

WD

These commands may be entered separately or as part of a single command file.

Ames Research Center
Dryden Flight Research Facility
National Aeronautics and Space Admnistration
Edwards, California, March 26, 1984
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